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				5962-0623502QPC
Vendor:Other    Category:Other    
The 5962-0623501QPC, 5962-0623502QPC are fully DSCC SMD compliant parts and the SMD data sheets are available on the DSCC website (http://www.dscc.dla.mi l/programs/specfind/default.asp). The 5962-0623501QPC is electrica...

	5962-0623501QPC
Vendor:Other    Category:Other    
The 5962-0623501QPC, 5962-0623502QPC are fully DSCC SMD compliant parts and the SMD data sheets are available on the DSCC website (http://www.dscc.dla.mi l/programs/specfind/default.asp). The 5962-0623501QPC is electrica...

	5962-0620708Q2A
Vendor:Other    Category:Other    
The Intersil 5962-0620708Q2A devices are 5.0V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 Air Gap and MIL-STD 8...

	5962-0620707Q2A
Vendor:Other    Category:Other    
The Intersil 5962-0620707Q2A devices are 5.0V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 Air Gap and MIL-STD 8...

	5962-0620706Q3A
Vendor:Other    Category:Other    
The Intersil 5962-0620706Q3A devices are 5.0V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 Air Gap and MIL-STD 8...

	5962-0620705Q3A
Vendor:Other    Category:Other    
The Intersil 5962-0620705Q3A devices are 5.0V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 Air Gap and MIL-STD 8...

	5962-0620704Q2A
D/C:06+    Vendor:Other    Category:Other    
The Intersil 5962-0620704Q2A devices are 3.3V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications, even at VCC = 3.0V. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 A...

	5962-0620703Q2A
Vendor:Other    Category:Other    
The Intersil 5962-0620703Q2A devices are 3.3V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications, even at VCC = 3.0V. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 A...

	5962-0620702Q3A
Vendor:Other    Category:Other    
The Intersil 5962-0620702Q3A devices are 3.3V powered RS-232 transmitters/receivers which meet ElA/TIA-232 and V.28/V.24 specifications, even at VCC = 3.0V. Additionally, they provide ±15kV ESD protection (IEC61000-4-2 A...

	5962-0620701Q3A
Vendor:Other    Category:Other    
The 5962-0620701Q3A is a 3.3V powered RS-232 transmitter/receiver which meet ElA/TIA-232 and V.28/V.24 specifications. The features of 5962-0620701Q3A are as follows: (1)Meets EIA/TIA-232 and V.28/V.24 Specifications at ...

	5962-0420501HYC
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420501HYC is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with short trimmed gold plated leads. Solder dipped leads and various lead form options are also ...

	5962-0420501HYA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420501HYA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with short trimmed solder dipped leads. The solder contains lead. Gold plated leads and various l...

	5962-0420501HXA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420501HXA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with a gull wing lead form and solder dipped leads. The solder contains lead. Gold plated leads a...

	5962-0420501HPC
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420501HPC is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with gold plated leads. Solder dipped leads and various lead form options are also available. See...

	5962-0420501HPA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420501HPA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with solder dipped leads. The solder contains lead. Gold plated leads and various lead form optio...

	5962-04205
Vendor:Other    Category:Other    
The HCPL- 5150 contains a GaAsP LED optically coupled to an integrated circuit with a power output stage. The device is ideally suited for driving power IGBTs and MOSFETs used in motor control inverter applications. The ...

	5962-0420401HYC
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420401HYC is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with short trimmed gold plated leads. Solder dipped leads and various lead form options are also ...

	5962-0420401HYA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420401HYA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with short trimmed solder dipped leads. The solder contains lead. Gold plated leads and various l...

	5962-0420401HXA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420401HXA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with a gull wing lead form and solder dipped leads. The solder contains lead. Gold plated leads a...

	5962-0420401HPC
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420401HPC is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with gold plated leads. Solder dipped leads and various lead form options are also available. See...

	5962-0420401HPA
Mfg:AGILENT    D/C:08+    Vendor:Other    Category:Other    
The DSCC SMD 5962-0420401HPA is a high reliability Class H hermetically sealed optocoupler in an 8-Pin ceramic DIP package with solder dipped leads. The solder contains lead. Gold plated leads and various lead form optio...

	595D
Vendor:Other    Category:Other    
Solid Tantalum Chip Capacitors 595D, TANTAMOUNT®, Conformal Coated, Maximum CV

	595-2x01-0xx
Vendor:Other    Category:Other    


	594UYD-S530-A3
Mfg:EVERLIGHT    D/C:07+    Vendor:Other    Category:Other    


	594SYGD-S530-E2
Mfg:EVERLIGHT    D/C:07+    Vendor:Other    Category:Other    


	594SDRD-S530-A3
Vendor:Other    Category:Other    


	594D
Vendor:Other    Category:Other    
Solid Tantalum Chip Capacitors 594D TANTAMOUNT® Low Profile, Low ESR, Conformal Coated, Maximum CV

	593D
Vendor:Other    Category:Other    
Solid Tantalum Surface Mount Capacitors 593D Tantamount®, Molded Case, Low ESR

	593101B03600G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
8.60Thermal resistance value of 593101B03600G is based on a 75C rise in natural convection

	593101B00000G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
8.60Thermal resistance value of 593101B00000G is based on a 75C rise in natural convection

	592R9861301TCC
Vendor:Other    Category:Other    


	592D
Vendor:Other    Category:Other    
Solid Tantalum Chip Capacitors 592D TANTAMOUNT®, Low Profile, Conformal Coated, Maximum CV

	59-23UWD-TR8
Mfg:EVERLIGHT    Pack:.    D/C:07+    Vendor:Other    Category:Other    


	592201B03400G
Vendor:Aavid Thermalloy    Category:Thermal Management    
HEAT SINK TO-218 12W SPRING ACT


Thermal Resistance
6.80Thermal resistance value of 592201B03400G is based on a 75C rise in natural convection

	5920RH
Vendor:Other    Category:Other    
The MSK 5920RH is a rad tolerant fixed linear regulator capable of delivering 5.0 amps of output current. Typical dropout is only 0.30 volts with a 3 amp load. An external shutdown function is ideal for power supply sequ...

	591D
Pack:SOP-4    D/C:08+    Vendor:Other    Category:Other    
Solid Tantalum Chip Capacitors 591D TANTAMOUNT® Low Profile, Low ESR, Conformal Coated, Maximum CV

	59-14UWD-TR8
Mfg:EVERLIGHT    Pack:.    D/C:07+    Vendor:Other    Category:Other    


	59-146UWD-TR8
Mfg:EVERLIGHT    Pack:.    D/C:07+    Vendor:Other    Category:Other    


	591-3x0x-0xx
Vendor:Other    Category:Other    


	591302B04000G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591302B04000G is based on a 75C rise in natural convection

	591302B02800G
Vendor:Aavid Thermalloy    Category:Fans, Thermal Management    
HEATSINK TO-220 W/INSTALL TAB


Thermal Resistance
26.80Thermal resistance value of 591302B02800G is based on a 75C rise in natural convection

	591302B00000G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591302B00000G is based on a 75C rise in natural convection

	591202B04000G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591202B04000G is based on a 75C rise in natural convection

	591202B03900G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591202B03900G is based on a 75C rise in natural convection

	591202B03800G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591202B03800G is based on a 75C rise in natural convection

	591202B03700G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591202B03700G is based on a 75C rise in natural convection

	591202B03100G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
26.80Thermal resistance value of 591202B03100G is based on a 75C rise in natural convection

	591202B00000G
Vendor:Aavid Thermalloy    Category:Fans, Thermal Management    
HEATSINK TO-220 HORZ MOUNT BLK


Thermal Resistance
26.80Thermal resistance value of 591202B00000G is based on a 75C rise in natural convection

	5902K5
Vendor:Other    Category:Other    
CML IT offers panel mount indicators manufactured with LED, Neon or Incandescent light sources. These indicators 5902K5 are available in a number of different lens and termination styles, with voltages of 2V ~ 250V avail...

	589ST89E
Vendor:Other    Category:Other    
The HMC589ST89 & HMC589ST89E are InGaP HBT Gain Block MMIC SMT amplifi ers covering DC to 4 GHz and packaged in an industry standard SOT89. The amplifier can be used as a cascadable 50 Ohm RF or IF gain stage as well...

	5895
Mfg:IC    D/C:CA3140EZ    Vendor:Other    Category:Other    
The UCN5895A, UCN5895EP, and A5895SLW BiMOS II serialinput, latched source drivers are designed for applications emphasizing low output saturation voltages and currents to -250 mA per output. These smart high-side octal,...

	5894S7:7:7:7
Vendor:Other    Category:Other    
CML LED assemblies 5894S7:7:7:7 are available in both right angle and vertical package and utilize the CML IT line of high quality LEDs. Parts range in voltage from 2V to 12V and in current from 2mA to 20mA. The UL94V0 h...

	5894S5:5:5:5
Vendor:Other    Category:Other    
CML LED assemblies 5894S5:5:5:5 are available in both right angle and vertical package and utilize the CML IT line of high quality LEDs. Parts range in voltage from 2V to 12V and in current from 2mA to 20mA. The UL94V0 h...

	5894S1:1:1:1
Vendor:Other    Category:Other    
CML LED assemblies 5894S1:1:1:1 are available in both right angle and vertical package and utilize the CML IT line of high quality LEDs. Parts range in voltage from 2V to 12V and in current from 2mA to 20mA. The UL94V0 h...

	5894S
Vendor:Other    Category:Other    


	58941
Vendor:Other    Category:Other    


	58939
Vendor:Other    Category:Other    


	5891
Mfg:IC    D/C:CA3083Z    Vendor:Other    Category:Other    
Frequently applied in non-impact printer systems, the UCN5890A, UCN5890LW, UCN5891A, and UCN5891LW are BiMOS II serial-input, latched source (high-side) drivers. The octal, high-current smart-power ICs merge an 8-bit CMO...

	5890
Mfg:IC    D/C:CA3083    Vendor:Other    Category:Other    
Frequently applied in non-impact printer systems, the UCN5890A, UCN5890LW, UCN5891A, and UCN5891LW are BiMOS II serial-input, latched source (high-side) drivers. The octal, high-current smart-power ICs merge an 8-bit CMO...

	5884U51CF
Vendor:Other    Category:Other    
The DFC15 Series of DC/DC converters are designed to provide a wide range of PCB power solutions. The converter features dual output filters for low noise. Trim and remote ON/OFF features give flexibility to designs. The...

	58831
Vendor:Other    Category:Other    


	58786
Vendor:Other    Category:Other    
50 watt, tungsten halogen, low to medium voltage with reflector 58786

	58729
Vendor:Other    Category:Other    


	586-4606-801
Vendor:Other    Category:Other    


	58643
Vendor:Other    Category:Other    


	5842
Mfg:IC    D/C:BZX84C5V1LT1G    Vendor:Other    Category:Other    
The merging of low-power CMOS logic and bipolar output power drivers permit the UCN5841/42A, UCN5841/42LW, and A5841/42SLW integrated circuits to be used in a wide variety of peripheral power driver applications. Each de...

	5841
Mfg:IC    D/C:BZX84-C5V1,215    Vendor:Other    Category:Other    
The merging of low-power CMOS logic and bipolar output power drivers permit the UCN5841/42A, UCN5841/42LW, and A5841/42SLW integrated circuits to be used in a wide variety of peripheral power driver applications. Each de...

	584000B03500
Vendor:Other    Category:Other    



Thermal Resistance
10.00Thermal resistance value of 584000B03500 is based on a 75C rise in natural convection

	584000B00000G
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
10.00Thermal resistance value of 584000B00000G is based on a 75C rise in natural convection

	583UYD-S530-A3
Mfg:EVERLIGHT    D/C:07+    Vendor:Other    Category:Other    


	583SYGD-S530-E2
Mfg:EVERLIGHT    D/C:07+    Vendor:Other    Category:Other    


	583SURD-S530-A3
Vendor:Other    Category:Other    


	583SDRD-S530-A3
Vendor:Other    Category:Other    


	5833P
Vendor:Other    Category:Other    
The 5833P diplexer is a single-fiber transceiver that enables simultaneous bidirectional, voice and data transport over a single optical fiber in FTTx (access) networks.The diplexer 5833P consists of a Fabry-Perot laser ...

	5833
Mfg:IC    D/C:BZX84C4V7    Vendor:Other    Category:Other    
Designed to reduce logic supply current, chip size, and system cost, the UCN5833A/EP integrated circuits offer high-speed operation for thermal printers. These UCN5833A/EP can also be used to drive multiplexed LED displa...

	5832
Mfg:OKI    Vendor:Other    Category:Other    
Intended originally to drive thermal printheads, the UCN5832A and UCN5832EP have been optimized for low output-saturation voltage, high-speed operation, and pin configurations most convenient for the tight space requirem...

	5822
Mfg:IC    D/C:BZX84-C3V9 T/R    Vendor:Pomona Electronics    Category:Connectors    
BNC ADAPTER FOR ACCESSORY KITA merged combination of bipolar and MOS technology gives these devices an interface flexibility beyond the reach of standard logic buffers and power driver arrays. The UCN5821A, UCN5821LW, UCN5822A, and UCN5822LW each ha...

	5821
Mfg:IC    D/C:BZX84C3V9    Vendor:Other    Category:Other    
A merged combination of bipolar and MOS technology gives these devices an interface flexibility beyond the reach of standard logic buffers and power driver arrays. The UCN5821A, UCN5821LW, UCN5822A, and UCN5822LW each ha...

	581G-02I
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-02I

	581G-02
Pack:SMD-16    D/C:04 05    Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-02

	581G-01T
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01T

	581G-01LFT
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01LFT

	581G-01LF
Mfg:IDT    Pack:N/A    D/C:07+    Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01LF

	581G-01IT
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01IT

	581G-01ILFT
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01ILFT

	581G-01ILF
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01ILF

	581G-01I
Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01I

	581G-01
Mfg:ICS    Pack:TSSOP-3.9-16P    D/C:6+    Vendor:Other    Category:Other    
ZERO DELAY GLITCH-FREE CL 581G-01

	5818-F
Vendor:Other    Category:Other    
Designed primarily for use with vacuum-fluorescent displays, the UCQ5818AF and UCQ5818EPF smart power BiMOS II drivers combine CMOS shift registers, data latches, and control circuitry, with bipolar highspeed sourcing ou...

	5815
Mfg:IC    D/C:BZX84-C3V3,215    Vendor:Other    Category:Other    
Designed primarily for use with high-voltage vacuum-fluorescent displays, the UCN5815A and UCN5815EP BiMOS II integrated circuits consist of eight npn Darlington source drivers with output pulldown resistors, a CMOS latc...

	5812-F
Vendor:Other    Category:Other    
The UCN5812AF/EPF combine a 20-bit CMOS shift register, data latches, and control circuitry with high-voltage bipolar source drivers and active DMOS pull-downs for reduced supply current requirements. Although designed p...

	581201B02500
Vendor:Other    Category:Other    



Thermal Resistance
12.80Thermal resistance value of 581201B02500 is based on a 75C rise in natural convection

	581101B02500
Vendor:Other    Category:Other    



Thermal Resistance
16.80Thermal resistance value of 581101B02500 is based on a 75C rise in natural convection

	5811
Mfg:IC    D/C:BZX84-C3V0 T/R    Vendor:Other    Category:Other    
Designed primarily for use with vacuum-fluorescent displays, the UCN5811A smart power BiMOS II driver features low-output saturation voltages and high output switching speed. These UCN5811A contain CMOS shift registers, ...

	5810-F
Vendor:Other    Category:Other    
The UCN5810AF, UCN5810EPF, and UCN5810LWF combine a 10-bit CMOS shift register and accompanying data latches, control circuitry, bipolar sourcing outputs with DMOS active pull-downs. Designed primarily to drive vacuum-fl...

	581001B02500
Vendor:Aavid Thermalloy    Category:Thermal Management    
BOARD LEVEL HEAT SINK


Thermal Resistance
19.60Thermal resistance value of 581001B02500 is based on a 75C rise in natural convection

	580M-01T
Vendor:Other    Category:Other    
GLITCH-FREE CLOCK MULTIPLThe 580M-01T is a clock multiplexer (mux) designed to switch between 2 clock sources with no glitches or short pulses. The operation of the mux is controlled by an input pin but the part can also...

	580M-01LFT
Mfg:IDT    Pack:N/A    D/C:08+    Vendor:Other    Category:Other    
GLITCH-FREE CLOCK MULTIPLThe 580M-01LFT is a clock multiplexer (mux) designed to switch between 2 clock sources with no glitches or short pulses. The operation of the mux is controlled by an input pin but the part can al...

	580M-01LF
Vendor:Other    Category:Other    
GLITCH-FREE CLOCK MULTIPLThe 580M-01LF is a clock multiplexer (mux) designed to switch between 2 clock sources with no glitches or short pulses. The operation of the mux is controlled by an input pin but the part can als...

	580M-01IT
Vendor:Other    Category:Other    
GLITCH-FREE CLOCK MULTIPLThe 580M-01IT is a clock multiplexer (mux) designed to switch between 2 clock sources with no glitches or short pulses. The operation of the mux is controlled by an input pin but the part can als...
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