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				DS4155
Vendor:Other    Category:Other    
The DS4125, DS4155, DS4156, DS4160, DS4311, DS4312, DS4622, and DS4776 ceramic surface-mount crystal oscillators are part of Maxim's DS4-XO series crystal oscillators family. These devices offer output frequencies at 125...

	DS4125
Vendor:Other    Category:Other    
The DS4125, DS4155, DS4156, DS4160, DS4311, DS4312, DS4622, and DS4776 ceramic surface-mount crystal oscillators are part of Maxim's DS4-XO series crystal oscillators family. These devices offer output frequencies at 125...

	DS40MB200
Vendor:Other    Category:Other    
The DS40MB200 is a dual signal conditioning 2:1 multiplexer and 1:2 fan-out buffer designed for use in backplane redundancy applications. Signal conditioning features include input equalization and programmable output pr...

	DS-409-4
Vendor:Other    Category:Other    


	DS4077
Mfg:DALLAS    D/C:2008    Vendor:Other    Category:Other    
The DS4077 is an integrated voltage-controlled crystal oscillator (VCXO) module designed to provide reference clock generation in base stations, telecom/datacom, and wireless applications. The DS4077 is developed using a...

	DS402ST
Vendor:Other    Category:Other    


	DS4000
Vendor:Other    Category:Other    
The DS4000 digitally controlled temperature-compen-sated crystal oscillator (DC-TCXO) features a digital temperature sensor, one fixed-frequency temperature-compensated square-wave output (F1), one programmable temperatu...

	DS3994
Vendor:Other    Category:Other    
The DS3994 is a 4-channel controller for cold-cathode fluorescent lamps (CCFLs) that backlight liquid crystal displays (LCDs) in TV and PC monitor applications. The DS3994's features make it suitable for use in even the ...

	DS3992
Vendor:Other    Category:Other    
The DS3992 is a low-cost, two-channel controller for cold-cathode fluorescent lamps (CCFLs) that are used to backlight liquid crystal displays (LCDs). The DS3992 can drive multiple CCFLs per channel, making it ideal for ...

	DS3988
Vendor:Other    Category:Other    
The DS3988 is an 8-channel controller for cold-cathode fluorescent lamps (CCFLs) used to backlight liquid crystal displays (LCDs) in TV and PC monitor applications. The DS3988 supports configurations of 1 to 8 lamps, and...

	DS3984
Vendor:Other    Category:Other    
The DS3984 is a 4-channel controller for cold-cathode fluorescent lamps (CCFLs) used to backlight liquid crystal displays (LCDs) in TV and PC monitor applications. The DS3984 supports configurations of 1 to 4 lamps, and ...

	DS3930
Vendor:Other    Category:Other    
The DS3930 contains six 256-position nonvolatile (NV) potentiometers, 64 bytes of NV user EEPROM memory, and four programmable NV I/O pins. The six potentiometers all share a common low side. The potentiometers are separ...

	DS3906
Vendor:Other    Category:Other    
The DS3906 is intended for low resistance, small step-size applications. It contains three nonvolatile (NV), low-temperature coefficient, variable digital resistors thatare capable of ohm and subohm increments whenused i...

	DS3904
Mfg:MAXIM    D/C:05+    Vendor:Other    Category:Other    
The DS3904/DS3905 contain three nonvolatile (NV) lowtemperature coefficient, variable digital resistors. Eachresistor has 128 user-selectable positions. Additionally,the DS3904/DS3905 have a high-impedance setting thatal...

	DS3903
Vendor:Other    Category:Other    
The DS3903 contains three nonvolatile (NV) low temperature coefficient digital potentiometers, which can be accessed through a 2-wire bus. It operates in both 3V and 5V systems, and it features a write-protect pin that c...

	DS3902
Vendor:Other    Category:Other    
The DS3902 features a dual, nonvolatile (NV), low tem-perature-coefficient, variable digital resistor with 256 user-selectable positions. The DS3902 can operate over a wide supply range of 2.4V to 5.5V, and commu-nicatio...

	DS3901
Vendor:Other    Category:Other    
The DS3901 is a triple, 8-bit nonvolatile (NV)variable resistor. The selected register determines the value of the variable resistor. Each of the resistors has two setting registers, which are selectable by software or b...

	DS38C86A
Vendor:Other    Category:Other    
The DS38C86A is a 9-bit BTL Latching Data Transceiver designed specifically for proprietary bus interfaces. The device is implemented in CMOS technology, and delivers all of the performance of its Bi-CMOS counterparts wh...

	DS3897
Mfg:TOSHIBA    Pack:SMD    D/C:118    Vendor:Other    Category:Other    
These advanced transceivers are specifically designed toovercome problems associated with driving a densely popu-lated backplane, and thus provide significant improvement inboth speed and data integrity. Their low output...

	DS3896
Mfg:DALLAS    Pack:SOP    D/C:98    Vendor:Other    Category:Other    
These advanced transceivers are specifically designed toovercome problems associated with driving a densely popu-lated backplane, and thus provide significant improvement inboth speed and data integrity. Their low output...

	DS3893A
Vendor:Other    Category:Other    
The DS3893A TURBOTRANSCEIVER is designed for use in very highspeed bus systems. The bus terminal characteristics of theTURBOTRANSCEIVER are referred to as "BackplaneTransceiver Logic" (BTL). BTL is a new logic signaling ...

	DS3890
Vendor:Other    Category:Other    
The DS3890 is advanced IEEE-896 future bus compatible devices designed specifically to overcome problems associated with driving densely populated backplanes. The features of DS3890 can be summarized as (2)driver output ...

	DS3886A
Vendor:Other    Category:Other    
The DS3886A is a higher speed, lower power, pin compat-ible version of the DS3886.The DS3886A is one in a series of transceivers designedspecifically for the implementation of high performance Fu-turebus+ and proprietary...

	DS3885
Vendor:Other    Category:Other    
The DS3885 is one in a series of transceivers designed spe-cifically for the implementation of high performance Future-busa and proprietary bus interfaces. The DS3885 Arbitra-tion Transceiver is designed to conform to IE...

	DS3884A
Vendor:Other    Category:Other    
The DS3884A is one in a series of transceivers designedspecifically for the implementation of high performance Fu-turebus+ and proprietary bus interfaces. The DS3884A is aBTL 6-bit Handshake Transceiver designed to confo...

	DS3883AV
Vendor:Other    Category:Other    
The DS3883AV is designed as the BTL 9-bit data transceiver which is specifically for the implementation of high performance Futurebus+ and proprietary bus interfaces. It supports live insertion as defined in 896.2 throug...

	DS3883A
Vendor:Other    Category:Other    
The DS3883A receiver is a high speed comparator that utilizes a band-gap reference for precision threshold control allowing maxi-mum noise immunity to the BTL 1V signaling level. SeparateQVCC and QGND pins are provided t...

	DS3875
Vendor:Other    Category:Other    
The DS3875 Futurebus+ Arbitration Controller is a member of National Semiconductor's Futurebus +chip set designed specifically for the IEEE 8961 Futurebus +standard The DS3875 implements Distributed Arbitration and Distr...

	DS3862
Mfg:NS    Vendor:Other    Category:Other    
The DS3862 is an octal high speed schottky bus transceiver intended for use with terminated 120? impedance lines. It is specifically designed to reduce noise in unbalanced trans-mission systems. The open collector driver...

	DS38464
Vendor:Other    Category:Other    
The DS38464 is a self-contained 2,621,440-bit, nonvolatile static RAM, which is organized as a 64K x 40 memory. Built using three 64K x 16 SRAMs, one nonvolatile control IC, and one lithium battery, this nonvolatile memo...

	DS3832C-311
Vendor:Other    Category:Other    
The DS3832C-311 is a 1,048,576 x 32 advanced NV SRAM module with a 168-bump BGA pinout. Thehighly integrated DS3832C-311 contains a 64-byte RTC, four 8Mb SRAMs, and control circuitry thatconstantly monitors VCC for an ou...

	DS38215
Vendor:Other    Category:Other    


	DS3816C-512
Vendor:Other    Category:Other    
The DS3816C-512 is a 524,288 x 32-advanced nonvolatile (NV) SRAM module with a 168-bump ball grid array (BGA) pinout. The highly integrated DS3816C-512 contains a 64-byte real time clock, four 8Mb SRAMs and control circu...

	DS3803
Vendor:Other    Category:Other    
The DS3803 is a self-contained, 1,048,576-bit, nonvolatile static RAM which can be flexibly organizedas 32k x 32, 64k x 16 or 128k x 8. Built using four 32k x 8 SRAMs, four nonvolatile control ICs and fourlithium batteri...

	DS3802
Mfg:DALLAS    Pack:N/A    D/C:08+    Vendor:Other    Category:Other    
The DS3802 battery cap is a snap-on lithium power source for Dallas Semiconductor's 40mm BGA NV SRAM modules including the DS3832C-311 and DS3816C-511. After a host BGA module has been soldered in place and cleaned, the ...

	DS3800
Mfg:DALLAS    Pack:3000    Vendor:Other    Category:Other    
The DS3800 Battery Cap is a snapon lithium power source for Dallas Semiconductors 40mm ballgridarray (BGA) Nonvolatile SRAM modules. After a host BGA module has been soldered in place andcleaned, the DS3800 Battery Cap i...

	DS36C280
Vendor:Other    Category:Other    
The DS36C280 is a low power differential bus/line transceiver designed to meet the requirements of RS-485 Standard for multipoint data transmission. In addition, it is compatible with TIA/EIA-422-B.
The DS36C280 slew ra...

	DS36C279
Vendor:Other    Category:Other    
The DS36C279 is a low power differential bus/line trans-ceiver designed to meet the requirements of RS-485 Stan-dardformultipointdatatransmission.Inadditionitiscompat-ible with TIA/EIA-422-B.The DS36C279 sleep mode featu...

	DS36C278
Vendor:Other    Category:Other    
The DS36C278 is a low power differential bus/line transceiver designed to meet the requirements of RS-485 standard for multipoint data transmission. In addition it is compatible with TIA/EIA-422-B.
The CMOS design offer...

	DS36C200I
Vendor:Other    Category:Other    
The DS36C200I is a dual transceiver device optimized for high data rate and low power applications. This device provides a single chip solution for a dual high speed bidirectional interface. Also, both control pins may b...

	DS36C200
Vendor:Other    Category:Other    
The DS36C200 is a dual transceiver device optimized for high data rate and low power applications. This device pro-vides a single chip solution for a dual high speed bi-directional interface.Also, both control pins may b...

	DS3697
Mfg:NS    Pack:DIP																																			    D/C:02+    Vendor:Other    Category:Other    
The DS3695, DS3696, and DS3697 are high speed differen-tial TRI-STATE bus/line transceivers/repeaters designed to meet the requirements of EIAstandard RS485 with extended common mode range (+12V to -7V), for multipoint d...

	DS3696A
Vendor:Other    Category:Other    
The DS3695A and DS3696A are high speed differential TRI-STATE bus/line transceivers designed to meet the re-quirements of EIA standard RS485 with extended common mode range (+12V to -7V), for multipoint data transmission...

	DS3696
Mfg:DIP    Pack:DALLAS    D/C:04+    Vendor:Other    Category:Other    
The DS3695, DS3696, and DS3697 are high speed differen-tial TRI-STATE bus/line transceivers/repeaters designed to meet the requirements of EIAstandard RS485 with extended common mode range (+12V to -7V), for multipoint d...

	DS3695T
Vendor:Other    Category:Other    
The DS3695, DS3696, and DS3697 are high speed differential TRI-STATE® bus/line transceivers/repeaters designed to meet the requirements of EIA standard RS485 with extended common mode range (+12V to -7V), for multipo...

	DS3695AT
Vendor:Other    Category:Other    
The DS3695A and DS3696A are high speed differential TRI-STATE® bus/line transceivers designed to meet the requirements of EIA standard RS485 with extended common mode range (+12V to -7V), for multipoint data transmis...

	DS3695A
Vendor:Other    Category:Other    
The DS3695A and DS3696A are high speed differential TRI-STATE® bus/line transceivers designed to meet the requirements of EIA standard RS485 with extended common mode range (+12V to -7V), for multipoint data transmis...

	DS36954
Vendor:Other    Category:Other    
The DS36954 is a low power, quad EIA-485 differential bus transceiver especially suited for high speed, parallel, multi-point, I/O bus applications. A compact 20-pin surface mount PLCC or SOIC package provides high trans...

	DS36950
Vendor:Other    Category:Other    
The DS36950 is a low power, space-saving quad EIA-485 differential bus transceiver especially suited for high speed, parallel, multipoint, computer I/O bus applications. A compact 20-pin surface mount PLCC package provid...

	DS3695
Vendor:Other    Category:Other    
The DS3695, DS3696, and DS3697 are high speed differen-tial TRI-STATE bus/line transceivers/repeaters designed to meet the requirements of EIAstandard RS485 with extended common mode range (+12V to -7V), for multipoint d...

	DS3692
Mfg:NS    Vendor:Other    Category:Other    
The DS1692/DS3692 are low power Schottky TTL line driv-ers electrically similar to the DS1691A/DS3691 but tested tomeet the requirements of MIL-STD-188-114A (see Applica-tion Note AN-216). MIL-STD-188-114A type 1 driver ...

	DS3691
Vendor:Other    Category:Other    
The DS1691A/DS3691 are low power Schottky TTL line drivers designed to meet the requirements of EIA standards RS-422 and RS-423. They feature 4 buffered outputs with high source and sink current capability with internal ...

	DS3686
Mfg:DS    Pack:DIP    Vendor:Other    Category:Other    
The DS3686 is a high voltage/current positive voltage relay driver having many features not available in present relay drivers.PNP inputs provide both TTL/LS compatibility and high input impedance for low input loading.D...

	DS3680D
Mfg:TI    D/C:08+    Vendor:Texas Instruments    Category:Integrated Circuits (ICs)    
IC QUAD PHONE RELAY DRVR 14-SOICThe DS3680 telephone relay driver is a monolithic integrated circuit designed to interface 48-V relay systems to TTL or other systems in telephone applications. DS3680 is capable of sourcing up to 50 mA from standard 52-...

	DS3680
Vendor:Other    Category:Other    
The DS3680 is a quad high voltage negative relay driver designed to operate over wide ranges of supply voltage common-mode voltage and ambient temperature with 50 mA sink capability These drivers are intended for switch-...

	DS3679
Vendor:Other    Category:Other    
The DS1649DS3649 and DS1679DS3679 are Hex TRI-STATE MOS drivers with outputs designed to drive large capacitive loads up to 500 pF associated with MOS memory systems PNP input transistors are employed to re-duce input cu...

	DS3678
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
drivethe large capacitive loads (up to 500 pF) associated withMOS memory systems. A PNP input structure is employedto minimize input currents so that driver loading in largememory systems is reduced. The circuit employs ...

	DS3669
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
The DS3669 is a non-inverting quad peripheral driver similar to the DS3658 These drivers are designed for those appli-cations where low operating power high breakdown volt-age high output current and low output ON voltag...

	DS3668
Vendor:Other    Category:Other    
The DS3668 quad peripheral driver is designed for those applications where low operating power high breakdown voltage high output current and low output ON voltage are required Unlike most peripheral drivers available a ...

	DS3662
Mfg:DS    Pack:800    Vendor:Other    Category:Other    
The DS3662 is a quad high speed Schottky bus transceiver intended for use with terminated 120? impedance lines. DS3662 is specifically designed to reduce noise in unbalanced trans-mission systems. The open collector driv...

	DS3658
Vendor:Other    Category:Other    
The DS3658 quad peripheral driver is designed for those applications where low operating power high breakdown voltage high output current and low output ON voltage are required A unique input circuit combines TTL compati...

	DS3656
Vendor:Other    Category:Other    
The DS3656 is a quad peripheral driver designed for use in automotive applications. Logically it is an open collector NAND function with all inputs compatible with 74LS and CMOS series products. An enable input is provid...

	DS3651
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
The DS1651/DS3651 is TTL compatible high speed circuits intended for sensing in a broad range of MOS memory sys-tem applications. Switching speeds have been enhanced over conventional sense amplifiers by application of S...

	DS3650
Mfg:TOSHIBA    Pack:SOP    D/C:10    Vendor:Other    Category:Other    
The DS3650 is TTL compatible quad high speed circuits in-tended primarily for line receiver applications. Switching speeds have been enhanced over conventional line receiv-ers by the use of Schottky technology, and TRI-S...

	DS3649
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
The DS1649DS3649 and DS1679DS3679 are Hex TRI-STATE MOS drivers with outputs designed to drive large capacitive loads up to 500 pF associated with MOS memory systems PNP input transistors are employed to re-duce input cu...

	DS3648
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
drivethe large capacitive loads (up to 500 pF) associated withMOS memory systems. A PNP input structure is employedto minimize input currents so that driver loading in largememory systems is reduced. The circuit employs ...

	DS3634
Mfg:DALLAS    Pack:07+    D/C:DIP    Vendor:Other    Category:Other    
The DS1631 series of dual peripheral drivers was designed to be a universal set of interface components for CMOS circuits
Each circuit DS3634 has CMOS compatible inputs with thresholds that track as a function of VCC (a...

	DS3633
Vendor:Other    Category:Other    
The DS1631 series of dual peripheral drivers was designed to be a universal set of interface components for CMOS circuits
Each circuit DS1631 series has CMOS compatible inputs with thresholds that track as a function of...

	DS3632
Mfg:DIP    Pack:DALLAS    D/C:04+    Vendor:Other    Category:Other    
The DS1631 series of dual peripheral drivers was designed to be a universal set of interface components for CMOS circuits
Each circuit DS1631 series has CMOS compatible inputs with thresholds that track as a function of...

	DS3631
Mfg:NS    Pack:DIP-8    D/C:84+    Vendor:Other    Category:Other    
The DS1631 series of dual peripheral drivers was designed to be a universal set of interface components for CMOS circuits
Each circuit DS1631 series has CMOS compatible inputs with thresholds that track as a function of...

	DS3628
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
The DS1628DS3628 are octal Schottky memory drivers with TRI-STATE outputs designed to drive high capacitive loads associated with MOS memory systems The drivers'output (VOH) is specified at 34V to provide additional nois...

	DS36277
Vendor:Other    Category:Other    
The DS36277 Dominant Mode Multipoint Transceiver is designed for use on bi-directional differential busses. It is optimal for use on Interfaces that utilize Society of Automotive Engineers (SAE) J1708 Electrical Standard...

	DS36276
Vendor:Other    Category:Other    
The DS36276 FAILSAFE Multipoint Transceiver is designed for use on bi-directional differential busses. It is compatible with existing TIA/EIA-485 transceivers, however, it offers an additional feature not supported by st...

	DS36179
Vendor:Other    Category:Other    
The DS16149/DS36149 and DS16179/DS36179 are Hex MOS drivers with outputs designed to drive large capacitive loads up to 500 pF associated with MOS memory systems. PNP input transistors are employed to reduce input curren...

	DS36149
Mfg:NS    Pack:DIP    D/C:05+    Vendor:Other    Category:Other    
The DS16149/DS36149 and DS16179/DS36179 are Hex MOS drivers with outputs designed to drive large capacitive loads up to 500 pF associated with MOS memory systems. PNP input transistors are employed to reduce input curren...

	DS3514
Vendor:Other    Category:Other    
The DS3514 is designed as one kind of programmable gamma and VCOM voltage generator device that can be used in (1)TFT-LCD Gamma and VCOM Buffer; (2)Adaptive Gamma and VCOM Adjustment (Real Time by I2C, Select EEPROM Thro...

	DS35-12A
Mfg:IXYS    Vendor:IXYS    Category:Discrete Semiconductor Products    
DIODE ANODE 1200V 49A DO-203AB

	DS3508
Vendor:Other    Category:Other    
The DS3508 is a programmable 8-channel gamma voltage generator with one byte of on-chip EEPROM and one byte of SRAM memory per channel. Each channel is composed of an independent 8-bit DAC with an associated EEPROM/SRAM ...

	DS3502
Vendor:Other    Category:Other    
The DS3502 is a 7-bit, nonvolatile (NV) digital potentiometer (POT) featuring an output voltage range of up to 15.5V. Programming is accomplished by an I2C-compatible interface, which can operate at speeds of up to 400kH...

	DS34T108
Vendor:Other    Category:Other    
The IETF PWE3 SAToP/CESoPSN/TDMoIP/HDLC draft-compliant DS34T108 allows up to eight T1/E1 links or frame-based serial HDLC links to be transported transparently through a switched IP or MPLS packet network. Jitter and wa...

	DS34T104
Vendor:Other    Category:Other    
The IETF PWE3 SAToP/CESoPSN/TDMoIP/HDLC draft-compliant DS34T108 allows up to eight T1/E1 links or frame-based serial HDLC links to be transported transparently through a switched IP or MPLS packet network. Jitter and wa...

	DS34T102
Vendor:Other    Category:Other    
The IETF PWE3 SAToP/CESoPSN/TDMoIP/HDLC draft-compliant DS34T108 allows up to eight T1/E1 links or frame-based serial HDLC links to be transported transparently through a switched IP or MPLS packet network. Jitter and wa...

	DS34T101GN
Vendor:Other    Category:Other    
The DS34T101GN is designed as one kind of IETF PWE3 SAToP / CESoPSN / TDMoIP / HDLC compliant device that can be used in wide range of applications such as (1)Cellular Backhaul Over PSN; (2)Multiservice Over Unified PSN;...

	DS34T101
Vendor:Other    Category:Other    
The IETF PWE3 SAToP/CESoPSN/TDMoIP/HDLC draft-compliant DS34T108 allows up to eight T1/E1 links or frame-based serial HDLC links to be transported transparently through a switched IP or MPLS packet network. Jitter and wa...

	DS34S132
Vendor:Other    Category:Other    
The DS34S132 is designed as one kind of IETF PWE3 SAToP / CESoPSN / TDMoIP / HDLC compliant device that can be used in wide range of applications such as (1)Cellular Backhaul Over PSN; (2)Multiservice Over Unified PSN; (...

	DS34S102
Vendor:Other    Category:Other    
The DS34S102 is designed as one kind of IETF PWE3 SAToP / CESoPSN / TDMoIP / HDLC compliant device that can be used in wide range of applications such as (1)Cellular Backhaul Over PSN; (2)Multiservice Over Unified PSN; (...

	DS34RT5110
Vendor:Other    Category:Other    
The DS34RT5110 is a 10.2 Gbps (3 x 3.4 Gbps) high performance re-clocking device that supports 3 Transition Minimized Differential Signaling (TMDS®) data channels and a single clock channel over DVI™ v1.0, and ...

	DS34LV87T
Vendor:Other    Category:Other    
The DS34LV87T is a high speed quad differential CMOS driver that meets the requirements of both TIA/EIA-422-B and ITU-T V.11. The CMOS DS34LV87T features low static ICC of 100 µA max which makes it ideal for batter...

	DS34LV87
Mfg:4100    Pack:NS    Vendor:Other    Category:Other    
The DS34LV87T is a high speed quad differential CMOS driver that meets the requirements of both TIA/EIA-422-B and ITU-T V.11. The CMOS DS34LV87T features low static ICC of 100 A max which makes it ideal for battery power...

	DS34LV86T
Vendor:Other    Category:Other    
The DS34LV86T is a high speed quad differential CMOS receiver that meets the requirements of both TIA/EIA-422-B and ITU-T V.11. The CMOS DS34LV86T features typical low static ICC of 9 mA which makes it ideal for battery ...

	DS34C87T
Vendor:Other    Category:Other    
The DS34C87T is a quad differential line driver designed for digital data transmission over balanced lines. The DS34C87T meets all the requirements of EIA standard RS-422 while retaining the low power characteristics of ...

	DS34C86T
Vendor:Other    Category:Other    
The DS34C86T is a quad differential line receiver designed to meet the RS-422, RS-423, and Federal Standards 1020 and 1030 for balanced and unbalanced digital data transmission, while retaining the low power characterist...

	DS3487
Vendor:Other    Category:Other    
National's quad RS-422 driver DS3487 features four independent drivers which comply with EIA Standards for the electrical characteristics of balanced voltage digital interface circuits. The outputs are TRI-STATE structur...

	DS3486
Vendor:Other    Category:Other    
National's quad RS-422, RS-423 receiver DS3486 features four independent receivers which comply with EIA Standards for the electrical characteristics of balanced/unbalanced voltage digital interface circuits. Receiver ou...

	DS3480Y50
Vendor:Other    Category:Other    


	DS33ZH11DK
Vendor:Other    Category:Other    
The DS33R11/DS33ZH11 design kit is an easy-touse evaluation board for the DS33R11 and the DS33ZH11 Ethernet transport-over-serial link devices. The DS33ZH11 section of the design kit contains an option for either T3E3 or...

	DS33Z44
Mfg:Dallas    Pack: TCBGA     D/C:8    Vendor:Other    Category:Other    
The DS33Z44 extends four 10/100 Ethernet LAN segments by encapsulating MAC frames in HDLC or X.86 (LAPS) for transmission over four PDH/TDM data streams. The serial links support bidirectional synchronous interconnect up...

	DS33Z11DK
Mfg:Dallas    Pack: KIT     D/C:8    Vendor:Dallas Semiconductor    Category:Programmers, Development Systems    
KIT DESIGN FOR DS33Z11The DS33Z11 design kit is an easy-to-use evaluation board for the DS33Z11 Ethernet transport-over-serial link device. The DS33Z11DK is intended to be used with a resource card for the serial link. The serial link resourc...

	DS33Z11
Mfg:DALLAS    Pack:CSBGA    D/C:0520+    Vendor:Other    Category:Other    
The DS33Z11 provides interconnection and mapping functionality between Ethernet Packet Systems and WAN Time-Division Multiplexed (TDM) systems such as T1/E1/J1, HDSL, and T3/E3. The device is composed of a 10/100 Etherne...

	DS33R41
Mfg:Dallas    Pack: TEBGA      D/C:8    Vendor:Other    Category:Other    
The DS33R41 extends a 10/100 Ethernet LAN segment by encapsulating MAC frames in HDLC or X.86 (LAPS) for transmission over four interleaved T1/E1/J1 lines using a robust, balanced, and programmable inverse multiplexing. ...



			
			

				Pages:247/308 At 20241242243244245246247248249250251252253254255256257258259260Under 20



		

		
	

	
	
	




	

	
		
			About SeekIC | Services | Payment | Advertisements service | Contact Us| Justway  | Links
		  © 2008-2012 SeekIC.com Corp.All Rights Reserved.

	  

		

	











