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				IS41LV16257
Vendor:Other    Category:Other    
The ISSI IS41C16257 and the IS41LV16257 are 262,144 x 16-bit high-performance CMOS Dynamic Random Access Memories. Fast Page Mode allows 512 random accesses within a single row with access cycle time as short as 12 ns pe...

	IS41LV16256B
Vendor:Other    Category:Other    
The ISSI IS41LV16256B is 262,144 x 16-bit high-performance CMOS Dynamic Random Access Memory. Both products offer accelerated cycle access EDO Page Mode. EDO Page Mode allows 512 random accesses within a single row with ...

	IS41LV16256
Mfg:ISSI    Pack:SOJ40    D/C:07+    Vendor:Other    Category:Other    
The ICSI IS41C16256 and IS41LV16256 is a 262,144 x 16- bit high-performance CMOS Dynamic Random Access Memories. The IS41C16256 offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 512 random acce...

	IS41LV16105B
Vendor:Other    Category:Other    
The ISSI IS41LV16105B is 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. Fast Page Mode allows 1,024 random accesses within a single row with access cycle time as short as 20 ns per 16-bit word. ...

	IS41LV16105-50TI
Vendor:Other    Category:Other    
The IS41LV16105-50TI is one member of the IS41LV16105 family which is designed as the 1048576 x 16 bit high-performance CMOS dynamic radom access memory. The fast page mode of this device allows 1024 random accesses with...

	IS41LV16105
Vendor:Other    Category:Other    
The ISSI IS41C16105 and IS41LV16105 are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories.Fast Page Mode allows 1,024 random accesses within a single row with access cycle time as short as 20 ns per...

	IS41LV16100S
Vendor:Other    Category:Other    
The ICSI IS41C16100S and IS41LV16100S are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random a...

	IS41LV16100B
Vendor:Other    Category:Other    
The ISSI IS41LV16100B is 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random accesses within a ...

	IS41LV16100A
Vendor:Other    Category:Other    
The ISSI IS41LV16100A is 1,048,576 x 16-bit high-performance cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random accesses within a single row with access cycle time as short as 20 ns per 16-bit word.Thes...

	IS41LV16100
Vendor:Other    Category:Other    
The ISSI IS41C16100 and IS41LV16100 are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random acc...

	IS41C85125A
Vendor:Other    Category:Other    
The ISSI IS41C85125A and IS41LV85125A are 512,288 x 8- bit high-performance CMOS Dynamic Random Access Memories. Fast Page Mode allows 1024 random accesses within a single row with access cycle time as short as 12  ns pe...

	IS41C85125
Vendor:Other    Category:Other    
The ISSI IS41C85125 and IS41LV85125 are 512,288 x 8-bit high-performance CMOS Dynamic Random Access Memories. Fast Page Mode allows 1024 random accesses within a single row with access cycle time as short as 12 ns per 8-...

	IS41C85120A
Vendor:Other    Category:Other    
The ISSI IS41C85120A and IS41LV85120A are 524,288 x 8- bit high-performance CMOS Dynamic Random Access Memory. Both products offer accelerated cycle access EDO Page Mode. EDO Page Mode allows 512 random accesses within a...

	IS41C85120
Vendor:Other    Category:Other    
The ISSI IS41C85120 and IS41LV85120 are 524,288 x 8-bit high-performance CMOS Dynamic Random Access Memory. Both products offer accelerated cycle access EDO Page Mode. EDO Page Mode allows 512 random accesses within a si...

	IS41C8512
Vendor:Other    Category:Other    
      IS41C8512 is a 524,288*8-bit high-performance CMOS dynamic random access memeory.Here you can get some information about the features of IS41C8512.First is Extended Data-Out (EDO) page mode access cycle.Then is TTL...

	IS41C8205
Vendor:Other    Category:Other    
The ISSI IS41C8205 and IS41LV8205 are 2,097,152 x 8-bit highperformance CMOS Dynamic Random Access Memory. The Fast Page Mode allows 2,048 random accesses within a single row with access cycle time as short as 20 ns per ...

	IS41C8200
Vendor:Other    Category:Other    
The ISSI IS41C8200 and IS41LV8200 are 2,097,152 x 8-bit highperformance CMOS Dynamic Random Access Memory. These devices offer an accelarated cycle access called EDO Page Mode. EDO Page Mode allows 2,048 random accesses ...

	IS41C4405X
Vendor:Other    Category:Other    
 
The ISSI 4405x Series is a 4,194,304 x 4-bit high-performance CMOS Dynamic Random Access Memory. The Fast Page Mode allows 2,048 or 4096 random accesses within a single row with access cycle time as short as 20 ns per...

	IS41C4400X
Vendor:Other    Category:Other    
The ISSI 4400 Series is a 4,194,304 x 4-bit high-performance CMOS Dynamic Random Access Memory. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 2,048 or 4096 random accesses wit...

	IS41C4100
Vendor:Other    Category:Other    
The ISSI IS41C4100 and IS41LV4100 are 1,048,576 x 4-bit high-performance CMOS Dynamic Random Access Memory. Both products offer accelerated cycle access EDO Page Mode. EDO Page Mode allows 512 random accesses within a si...

	IS41C16257
Vendor:Other    Category:Other    
The ISSI IS41C16257 and the IS41LV16257 are 262,144 x 16-bit high-performance CMOS Dynamic Random Access Memories. Fast Page Mode allows 512 random accesses within a single row with access cycle time as short as 12 ns pe...

	IS41C16256
Mfg:ISSI    Pack:SOJ    Vendor:Other    Category:Other    
 
The ICSI IS41C16256 and IS41LV16256 is a 262,144 x 16- bit high-performance CMOS Dynamic Random Access Memories. The IS41C16256 offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 512 random a...

	IS41C16128
Vendor:Other    Category:Other    
The ISSI IS41C16128 is a 131,072 x 16-bit high-performance CMOS Dynamic Random Access Memory. The IS41C16128 offers an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 256 random accesses within a sing...

	IS41C16105
Pack:SOJ    Vendor:Other    Category:Other    
The ISSI IS41C16105 and IS41LV16105 are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories.Fast Page Mode allows 1,024 random accesses within a single row with access cycle time as short as 20 ns per...

	IS41C16100S
Vendor:Other    Category:Other    
The ICSI IS41C16100S and IS41LV16100S are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random a...

	IS41C16100
Mfg:SOJ44    Vendor:Other    Category:Other    
The ISSI IS41C16100 and IS41LV16100 are 1,048,576 x 16-bit high-performance CMOS Dynamic Random Access Memories. These devices offer an accelerated cycle access called EDO Page Mode. EDO Page Mode allows 1,024 random acc...

	IS357A
Vendor:Other    Category:Other    
The IS357A is an optically coupled isolator consisting of an infrared light emitting diode and NPN silicon photo transistor in a space efficient dual in line plastic package.

	IS357
Vendor:Other    Category:Other    
The IS357 is a single channel device suitable for use in vending machines, programmable controllers and copiers. The IS357 incorporates an infra red LED and a phototransistor detector.Isocom Ltd supplies a multitude of p...

	IS354
Vendor:Other    Category:Other    
The IS354 is an optically coupled isolator consisting of two infrared light emitting diodes connected in inverse parallel and NPN silicon photo transistor in a space efficient dual in line plastic package.

	IS34C02B
Vendor:Other    Category:Other    
The IS34C02B is an electrically erasable PROM device that uses the industry-standard I2C communication protocol. The IS34C02B contains a non-volatile memory array of 2,048-bits (256K x 8 bytes), and is further subdivided...

	IS34C02
Vendor:Other    Category:Other    
The IS34C02 is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS34C02 contains a memory array of 2,048-bits (256K x 8), and is further subdivided into 16 pages of 16 ...

	IS32WV204816B
Vendor:Other    Category:Other    
The ISSI IS32WV204816B is a high-performance CMOS Pseudo Static RAM, organized as 2Meg x 16 bits.ISSI CMOS technology provides high density, high speed low power devices that features SRAM-like write timing. Data is writ...

	IS3052
Vendor:Other    Category:Other    
The IS3052 is an optically coupled isolator consisting of a Gallium Arsenide infrared emitting diode coupled with a light activated silicon bilateral switch performing the functions of a triac mounted in a standard 6 pin...

	IS3051
Vendor:Other    Category:Other    


	IS3033
Vendor:Other    Category:Other    


	IS3032
Vendor:Other    Category:Other    


	IS3031
Vendor:Other    Category:Other    


	IS3030
Vendor:Other    Category:Other    


	IS3023
Vendor:Other    Category:Other    


	IS3022
Vendor:Other    Category:Other    
The IS3020, IS3021and IS3022 are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a light activated silicon bilateral switch performing the functions of a triac mounted in...

	IS3021
Vendor:Other    Category:Other    
The IS3020, IS3021and IS3022 are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a light activated silicon bilateral switch performing the functions of a triac mounted in...

	IS3020
Vendor:Other    Category:Other    
The IS3020, IS3021and IS3022 are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a light activated silicon bilateral switch performing the functions of a triac mounted in...

	IS3012
Vendor:Other    Category:Other    


	IS3011
Vendor:Other    Category:Other    


	IS3010
Vendor:Other    Category:Other    


	IS3009
Mfg:ISOCOM    Pack:DIP-6    D/C:06+    Vendor:Other    Category:Other    


	IS2M-6
Vendor:Other    Category:Other    


	IS-2981RH
Vendor:Other    Category:Other    
The Star*Power Radiation Hardened IS-2981RH is a monolithic device designed for use in high-side switching applications that benefit from separate grounds for the logic and loads. The IS-2981RH has a 5V to 80V operating ...

	IS27HC010
Mfg:ISSI    Pack:PLCC    D/C:97+    Vendor:Other    Category:Other    
The ISSI IS27HC010 is an ultra-high-speed 1 megabit (128Kword by 8-bit) Ultraviolet Erasable CMOS Programmable Read-Only Memory. It utilizes the standard JEDEC pinout making it functionally compatible with the IS27C010, ...

	IS2701-1
Vendor:Other    Category:Other    
The IS2701-1 is an optically coupled isolator consisting of an infrared light emitting diode and NPN silicon photo transistor in a space efficient dual in line plastic package.

	IS25C64A
Vendor:Other    Category:Other    
The IS25C32A and IS25C64A are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C32A is 32Kbit (4096 x 8) and the IS25C64A is 64Kbit (8192 x 8). The IS25C32A/64...

	IS25C32A
Vendor:Other    Category:Other    
The IS25C32A and IS25C64A are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C32A is 32Kbit (4096 x 8) and the IS25C64A is 64Kbit (8192 x 8). The IS25C32A/64...

	IS25C256
Vendor:Other    Category:Other    
The IS25C128 and IS25C256 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C128 is 128Kbit (16K x 8) and the IS25C256 is 256Kbit (32K x 8). The IS25C128/25...

	IS25C16
Vendor:Other    Category:Other    
The IS25C08 and IS25C16 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C08 is 8Kbit (1024x 8) and the IS25C16 is 16Kbit (2048 x 8). The IS25C08/16 EEPROM...

	IS25C128
Vendor:Other    Category:Other    
The IS25C128 and IS25C256 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C128 is 128Kbit (16K x 8) and the IS25C256 is 256Kbit (32K x 8). The IS25C128/25...

	IS25C08
Vendor:Other    Category:Other    
The IS25C08 and IS25C16 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C08 is 8Kbit (1024x 8) and the IS25C16 is 16Kbit (2048 x 8). The IS25C08/16 EEPROM...

	IS25C04
Vendor:Other    Category:Other    
The IS25C02 and IS25C04 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C02 is 2Kbit (256x 8) and the IS25C04 is 4Kbit (512x 8). The IS25C02/04 EEPROMs ar...

	IS25C02
Vendor:Other    Category:Other    
The IS25C02 and IS25C04 are electrically erasable PROM devices that use the Serial Peripheral Interface (SPI) for communications. The IS25C02 is 2Kbit (256x 8) and the IS25C04 is 4Kbit (512x 8). The IS25C02/04 EEPROMs ar...

	IS25C01
Vendor:Other    Category:Other    
The IS25C01 is an electrically erasable PROM devicethat uses the Serial Peripheral Interface (SPI) forcommunications. The IS25C01 is 1Kbit(128 x 8). The IS25C01 EEPROM is offered in a wideoperating voltage range of 1.8V ...

	IS24C64-3
Vendor:Other    Category:Other    
The IS24C64-2 is a 1.8V (1.8V-5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C64-3 is a 2.5V (2.5V- 5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C32-2 is a 1.8V (1.8V-5.5V) 32K-bit (4096 x 8) Electr...

	IS24C64-2
Vendor:Other    Category:Other    
The IS24C64-2 is a 1.8V (1.8V-5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C64-3 is a 2.5V (2.5V- 5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C32-2 is a 1.8V (1.8V-5.5V) 32K-bit (4096 x 8) Electr...

	IS24C52
Vendor:Other    Category:Other    
The IS24C52 is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS24C52 contains a memory array of 2,048-bits (256K x 8), and is further subdivided into 16 pages of 16 ...

	IS24C32-3
Vendor:Other    Category:Other    
The IS24C64-2 is a 1.8V (1.8V-5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C64-3 is a 2.5V (2.5V- 5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C32-2 is a 1.8V (1.8V-5.5V) 32K-bit (4096 x 8) Electr...

	IS24C32-2
Vendor:Other    Category:Other    
The IS24C64-2 is a 1.8V (1.8V-5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C64-3 is a 2.5V (2.5V- 5.5V) 64K-bit (8192 x 8) Electrically Erasable PROM, IS24C32-2 is a 1.8V (1.8V-5.5V) 32K-bit (4096 x 8) Electr...

	IS24C256A
Vendor:Other    Category:Other    
The IS24C128A/256A is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS24C128A is 128K-bit (16Kx8) and the IS24C256A is 256K-bit (32Kx8). These EEPROM are offered in ...

	IS24C256-3
Vendor:Other    Category:Other    
The IS24C128-2 is a 1.8V (1.8V-5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C128-3 is a 2.5V (2.5V- 5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C256-2 is a 1.8V (1.8V-5.5V) 256K-bit (32768 x ...

	IS24C256-2
Vendor:Other    Category:Other    
The IS24C128-2 is a 1.8V (1.8V-5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C128-3 is a 2.5V (2.5V- 5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C256-2 is a 1.8V (1.8V-5.5V) 256K-bit (32768 x ...

	IS24C256
Vendor:Other    Category:Other    
The IS24C256 is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS24C256 contains a memory array of 256K-bits (32,768 x 8), and is further subdivided into 512 pages of...

	IS24C16A
Mfg:ISSI    Pack:PDIP(8),SOIC(8),TSSOP(8),MSOP(8),DFN(8),CSP    D/C:08+    Vendor:Other    Category:Other    
The IS24C02A, IS24C04A, IS24C08A, and IS24C16A are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C02A, IS24C04A,IS24C08A, and IS24C16A contain a memory array of 2K-...

	IS24C16
Mfg:ISSI    D/C:04+    Vendor:Other    Category:Other    
The IS24CXX (refers to IS24C01, IS24C02, IS24C04,IS24C08, IS24C16) family is a low-cost and low voltage 2-wire Serial EEPROM. It is fabricated usingISSIs advanced CMOS EEPROM technology and provides a low power and low v...

	IS24C128A
Vendor:Other    Category:Other    
The IS24C128A/256A is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS24C128A is 128K-bit (16Kx8) and the IS24C256A is 256K-bit (32Kx8). These EEPROM are offered in ...

	IS24C128-3
Vendor:Other    Category:Other    
The IS24C128-2 is a 1.8V (1.8V-5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C128-3 is a 2.5V (2.5V- 5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C256-2 is a 1.8V (1.8V-5.5V) 256K-bit (32768 x ...

	IS24C128-2
Vendor:Other    Category:Other    
The IS24C128-2 is a 1.8V (1.8V-5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C128-3 is a 2.5V (2.5V- 5.5V) 128K-bit (16384 x 8) Electrically Erasable PROM, IS24C256-2 is a 1.8V (1.8V-5.5V) 256K-bit (32768 x ...

	IS24C128
Vendor:Other    Category:Other    
The IS24C128 is an electrically erasable PROM device that uses the standard 2-wire interface for communications. The IS24C128 contains a memory array of 128K-bits (16,384 x 8), and is further subdivided into 256 pages of...

	IS24C08A
Mfg:ISSI    Pack:PDIP(8),SOIC(8),TSSOP(8),MSOP(8),DFN(8),CSP)    D/C:08+    Vendor:Other    Category:Other    
The IS24C02A, IS24C04A, IS24C08A, and IS24C16A are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C02A, IS24C04A,IS24C08A, and IS24C16A contain a memory array of 2K-...

	IS24C08
Vendor:Other    Category:Other    
The IS24CXX (refers to IS24C01, IS24C02, IS24C04,IS24C08, IS24C16) family is a low-cost and low voltage 2-wire Serial EEPROM. It is fabricated usingISSIs advanced CMOS EEPROM technology and provides a low power and low v...

	IS24C04A
Mfg:ISSI    Pack:PDIP(8),SOIC(8),TSSOP(8),MSOP(8),DFN(8)    D/C:08+    Vendor:Other    Category:Other    
The IS24C02A, IS24C04A, IS24C08A, and IS24C16A are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C02A, IS24C04A,IS24C08A, and IS24C16A contain a memory array of 2K-...

	IS24C04
Vendor:Other    Category:Other    
The IS24CXX (refers to IS24C01, IS24C02, IS24C04,IS24C08, IS24C16) family is a low-cost and low voltage 2-wire Serial EEPROM. It is fabricated usingISSIs advanced CMOS EEPROM technology and provides a low power and low v...

	IS24C02B
Mfg:ISSI    Pack:PDIP(8),SOIC(8),TSSOP(8),DFN(8)    D/C:08+    Vendor:Other    Category:Other    
The IS24C01B and IS24C02B are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C01B and IS24C02B contain a memory array of 1K-bits (128 x 8) and 2K-bits (256 x 8), res...

	IS24C02A
Vendor:Other    Category:Other    
The IS24C02A, IS24C04A, IS24C08A, and IS24C16A are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C02A, IS24C04A,IS24C08A, and IS24C16A contain a memory array of 2K-...

	IS24C02
Mfg:ISSI    D/C:04+    Vendor:Other    Category:Other    
The IS24CXX (refers to IS24C01, IS24C02, IS24C04,IS24C08, IS24C16) family is a low-cost and low voltage 2-wire Serial EEPROM. It is fabricated usingISSIs advanced CMOS EEPROM technology and provides a low power and low v...

	IS24C01B
Mfg:ISSI    Pack:PDIP(8),SOIC(8),TSSOP(8),MSOP(8)    D/C:08+    Vendor:Other    Category:Other    
The IS24C01B and IS24C02B are electrically erasable PROM devices that use the standard 2-wire interface for communications. The IS24C01B and IS24C02B contain a memory array of 1K-bits (128 x 8) and 2K-bits (256 x 8), res...

	IS24C01
Mfg:ISSI    Pack:SOP8    D/C:06+    Vendor:Other    Category:Other    
The IS24CXX (refers to IS24C01, IS24C02, IS24C04,IS24C08, IS24C16) family is a low-cost and low voltage 2-wire Serial EEPROM. It is fabricated usingISSIs advanced CMOS EEPROM technology and provides a low power and low v...

	IS23SC4432
Vendor:Other    Category:Other    
IS23SC4432 series 8-bit MCU chips are based on ISSI's advanced CMOS technology. The FIPS140-2 compiled random number generator provides a cost-effective solution for advanced authentication. The crypto engine gives custo...

	IS23SC4418
Vendor:Other    Category:Other    
IS23SC4418 contains 1024 x 8 bits of EEPROM with programmable write protection for each byte. Random read access to any byte in the memory is always possible.The memory IS24C08A  can also be erased and written byte by by...

	IS23SC4416
Vendor:Other    Category:Other    
IS23SC4416 series 8-bit MCU chips are based on ISSI's advanced CMOS technology. The FIPS140-2 compiled random number generator provides a cost-effective solution for advanced authentication. The crypto engine gives custo...

	IS23SC4408
Vendor:Other    Category:Other    
IS23SC4408 series 8-bit MCU chips are based on ISSI's advanced CMOS technology. The FIPS140-2 compiled random number generator provides a cost-effective solution for advanced authentication. The crypto engine gives custo...

	IS23SC4404
Vendor:Other    Category:Other    
IS23SC4404  series 8-bit MCU chips are based on ISSI's advanced CMOS technology. The FIPS140-2 compiled random number generator provides a cost-effective solution for advanced authentication. The crypto engine gives cust...

	IS23SC4402
Vendor:Other    Category:Other    
IS23SC4402 series 8-bit MCU chips are based on ISSI's advanced CMOS technology. The FIPS140-2 compiled random number generator provides a cost-effective solution for advanced authentication. The crypto engine gives custo...

	IS23SC1604
Mfg:ISSI    D/C:04+    Vendor:Other    Category:Other    
IS23SC1604 is a low-cost, low-power, highly secured 16K bits (2K x 8) serial EEPROM. It is fabricated using ISSI's advanced CMOS technology. The security features of IS23SC1604 provide high levels of memory security prot...

	IS22C040
Vendor:Other    Category:Other    
IS22C040 is a high-quality voice synthesizer with a capacity of 32 to 40 seconds. A proprietary ADPCM algorithm is used. The audio message is stored in a 1024-Kbit on-chip EPROM.The IS22C040 eliminates the need of compli...

	IS22C022
Mfg:ISS    D/C:00+    Vendor:Other    Category:Other    
IS22C022 is a high quality voice synthesizer capable of varying playback duration. A proprietary ADPCM algorithm is used. The audio message is stored in a 512K bits on-chip EPROM which can store up to 20 seconds of voice...

	IS22C012
Vendor:Other    Category:Other    
IS22C012 is a high quality voice synthesizer capable of varying playback duration. A proprietary ADPCM algorithm is used. The audio message is stored in a 256K bits onchip EPROM which can store up to ten seconds of voice...

	IS223
Vendor:Other    Category:Other    
The IS223 Series are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a monolithic silicon detector performing the functions of a zero crossing bilateral triac mounted in ...

	IS222
Vendor:Other    Category:Other    
The IS222 Series are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a monolithic silicon detector performing the functions of a zero crossing bilateral triac mounted in ...

	IS221
Vendor:Other    Category:Other    
The IS221 Series are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a monolithic silicon detector performing the functions of a zero crossing bilateral triac mounted in ...

	IS220
Mfg:N/A    Pack:N/A    Vendor:Other    Category:Other    
The IS220 Series are optically coupled isolators consisting of a Gallium Arsenide infrared emitting diode coupled with a monolithic silicon detector performing the functions of a zero crossing bilateral triac mounted in ...

	IS216D
Vendor:Other    Category:Other    
The IS216D is a miniature 1-Form A solid state relay in a 4 pin SOP package. The IS216 utilises MOSFET technology that is optically coupled to a highly efficient GaAlAs infrared light emitting diodes.

	IS216
Vendor:Other    Category:Other    
The IS216 is a miniature 1-Form A solid state relay in a 4 pin SOP package. The IS216 utilises MOSFET technology that is optically coupled to a highly efficient GaAlAs infrared light emitting diodes.

	IS215
Vendor:Other    Category:Other    
The IS215 is a miniature 1-Form A solid state relay in a 4 pin SOP package. The IS215 utilises MOSFET technology that is optically coupled to a highly efficient GaAlAs infrared light emitting diodes.
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