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				WCMC8016V9X
Vendor:Other    Category:Other    
static RAM organized as 512K words by 16 bits that supports an asynchronous memory interface. This device features advanced circuit design to provide ultra-low active current. The WCMC8016V9X is ideal for providing More ...

	WCMC2016V1X
Vendor:Other    Category:Other    


	WCMC1616V9X
Vendor:Other    Category:Other    
The WCMC1616V9X is a high-performance CMOS pseudo static RAMs (PSRAM) organized as 1M words by 16 bits that supports an asynchronous memory interface. The WCMC1616V9X features advanced circuit design to provide ultra-low...

	WCMB4016R4X
Vendor:Other    Category:Other    
The WCMB4016R4X is a high-performance CMOS static RAM organized as 256K words by 16 bits. This device features advanced circuit design to provide ultra-low active current. This device is ideal for portable applications s...

	WCMB2016R4X
Vendor:Other    Category:Other    
The WCMB2016R4X is a high-performance CMOS static RAM organized as 128K words by 16 bits. This device features advanced circuit design to provide ultra-low active current.The WCMB2016R4X is ideal for portable application...

	WCMA4016U4X
Vendor:Other    Category:Other    
The WCMA4016U4X is a high-performance CMOS static RAMs organized as 256K words by 16 bits. These devices feature advanced circuit design to provide ultra-low active current. The WCMA4016U4X is ideal for portable applicat...

	WCMA4016U1X
Mfg:weida    Pack:BGA    Vendor:Other    Category:Other    
The WCMA4016U1X is a high-performance CMOS static RAM organized as 262,144 words by 16 bits. This device features advanced circuit design to provide ultra-low active current and standby current. This is ideal for providi...

	WCMA2016U4X
Vendor:Other    Category:Other    
The WCMA2016U4X is a high-performance CMOS static RAMs organized as 128K words by 16 bits. These devices feature advanced circuit design to provide ultra-low active current.The WCMA2016U4X is ideal for portable applicati...

	WCMA2016U4B
Vendor:Other    Category:Other    
The WCMA2016U4B is a high-performance CMOS static RAMs organized as 128K words by 16 bits. These devices feature advanced circuit design to provide ultra-low active current.The WCMA2016U4B is ideal for portable applicati...

	WCMA2008U1X
Vendor:Other    Category:Other    
The WCMA2008U1X is a high-performance CMOS static RAM organized as 256K words by 8 bits. This device features advanced circuit design to provide ultra-low active current.The WCMA2008U1X is ideal for portable applications...

	WCMA2008U1B
Vendor:Other    Category:Other    
The WCMA2008U1B is a high-performance CMOS static RAM organized as 256K words by 8 bits. This device features advanced circuit design to provide ultra-low active current.This WCMA2008U1B is ideal for portable application...

	WCMA1008U1X
Vendor:Other    Category:Other    
The WCMA1008U1X is a high-performance CMOS static RAM organized as 128K words by 8 bits. Easy memory expansion is provided by an active LOW Chip Enable (CE1), an active  HIGH Chip Enable (CE2), an active LOW Output Enabl...

	WCMA1008C1X
Vendor:Other    Category:Other    
The WCMA1008C1X is a high-performance CMOS static RAM organized as 128K words by 8 bits. Easy memory expansion is provided by an active LOW Chip Enable (CE1), an active HIGH Chip Enable (CE2), an active LOW Output Enable...

	WCM15010W
Vendor:Other    Category:Other    


	WCFS4016V1C
Vendor:Other    Category:Other    
The WCFS4016V1C is high-performance CMOS Static RAMs organized as 262K words by 16 bits. Writing to the WCFS4016V1C is accomplished by taking Chip Enable(CE) and Write Enable (WE) inputs LOW. If Byte Low nable (BLE) is L...

	WCFS4016C1C
Vendor:Other    Category:Other    
The WCFS4016C1C is a high-performance CMOS static RAM organized as 262,144 words by 16 bits.Writing to the WCFS4016C1C is accomplished by taking Chip Enable (CE) and Write Enable (WE) inputs LOW. If Byte Low Enable (BLE)...

	WCFS4008V1C
Vendor:Other    Category:Other    
The WCFS4008V1C is a high-performance CMOS Static RAM WCFS4008V1C organized as 524K words by 8 bits. Easy memory expansion is provided by an active LOW Chip Enable (CE), an active LOW Output Enable (OE), and three-state ...

	WCFS1016V1C
Vendor:Other    Category:Other    
The WCFS1016V1C is a high-performance CMOS static RAM organized as 65,536 words by 16 bits. WCFS1016V1C has an automatic power-down feature that significantly reduces power consumption when deselected.
Writing to the WC...

	WCFS1016C1C
Vendor:Other    Category:Other    
The WCFS1016C1C is a high-performance CMOS static RAM organized as 65,536 words by 16 bits. This device has an automatic power-down feature that significantly reduces power consumption when deselected.
Writing to the WC...

	WCFS1008V1C
Vendor:Other    Category:Other    
The WCFS1008V1C is a high-performance CMOS static RAMorganized as 131,072 words by 8 bits. Easy memory expan-, an activesion is provided by an active LOW Chip Enable (CE), and three-state drivers. WCFS1008V1C LOW Output ...

	WCFS1008C9E
Vendor:Other    Category:Other    
The WCF1008C3E and WCFS1008C9E are high-performance CMOS static RAM organized as 131,072 words by 8 bits. Easy memory expansion is provided by an active LOW Chip Enable (CE1), an active HIGH Chip Enable (CE2), an active ...

	WCFS0808V1E
Vendor:Other    Category:Other    
The WCFS0808V1E is a high-performance 3.3V CMOS Static RAM organized as 32K words by 8 bits. Easy memory expansion is provided by an active LOW Chip Enable (CE) and active LOW Output Enable (OE) and three-state drivers. ...

	WCFS0808C1E
Vendor:Other    Category:Other    


	WCDRH23D09HP
Vendor:Other    Category:Other    
WCDRH23D09HP specifications:
・6.3*2.45mm Max.(L*W), 1.0mm Max. Height.・Both High Power WCDRH23D09/HP and Standard type WCDRH23D09 are available.・Inductance Range: 1.1~6.8H (WCDRH23D09/HP) ;2.2~10H (...

	WCDRH23D09
Vendor:Other    Category:Other    
・6.3*2.45mm Max.(L*W), 1.0mm Max. Height.・Both High Power WCDRH23D09/HP and Standard type WCDRH23D09 are available.・Inductance Range: 1.1~6.8H (WCDRH23D09/HP) ;2.2~10H (WCDRH23D09)・Rated curre...

	WC32P040-XXM
Vendor:Other    Category:Other    
The WC32P040-XXM is a 68000-compatible, high-performance, 32-bit microprocessor. The WC32P040-XXM is a virtual memory microprocessor employing multiple concurrent execution units and a highly intergrated architecture tha...

	WC32P020-XXM
Vendor:Other    Category:Other    
The WC32P020-XXM is a 32-bit implementation of the 68000 Family of microprocessors. Using HCMOS technology, the WC32P020 is implemented with 32-bit registers and data paths, 32-bit addresses, a powerful instruction set,a...

	WC16P332-16GX
Vendor:Other    Category:Other    
The WC16P332-16GX is a 32-bit microcontroller that includes high performance data manipulation features and peripheral subsystems. The WC16P332-16GX is comprised of standard modules that interface through a common interm...

	WBSM2.5-5-4B1
Vendor:Other    Category:Other    
The WBSM2.5-5-4B1 is designed as one kind of SMD wideband chokes metallized EMI-suppression product that has some points of specifications such as:(1)Strip material: copper (Cu), tin (Sn) plated;(2)Metallization: copper-...

	WBS2.5-5-3S4
Vendor:Other    Category:Other    
The WBS2.5-5-3S4 is designed as one kind of SMD wideband chokes metallized EMI-suppression product that has some points of specifications such as:(1)Strip material: copper (Cu), tin (Sn) plated;(2)Metallization: copper-t...

	WBR100-16A
Vendor:Cornell Dubilier Electronics (CDE)    Category:Capacitors    
CAP 100UF 16V ALUM AXIALType WBR100-16A capacitors are the preferred choice for many varied industrial applications because they have high capacitance and extended life characteristics. The rugged construction delivers the high vibration resist...

	WBR
Vendor:Other    Category:Other    
Axial Leaded, Aluminum Electrolytic Capacitor, WBR

	WBFBP-06C
Vendor:Other    Category:Other    
Silicon epitaxial planarPN Junction Guard Ring for Schottky Diode, WBFBP-06C

	WBFBP-03B
Vendor:Other    Category:Other    
WBFBP-03B Epitaxial planar Silicon diode

	WBDL301
Vendor:Other    Category:Other    


	WBD301
Vendor:Other    Category:Other    


	WB260
Vendor:Other    Category:Other    


	WB1356
Vendor:Other    Category:Other    


	WB1330
Vendor:Other    Category:Other    


	WB1315
Mfg:N/A    Pack:N/A    D/C:N/A    Vendor:Other    Category:Other    


	WB1225
Mfg:N/A    Pack:N/A    D/C:N/A    Vendor:Other    Category:Other    


	WB1220
Vendor:Other    Category:Other    


	WB1215
Vendor:Other    Category:Other    


	WB101
Vendor:Other    Category:Other    
WB101 is a type of DC/DC converters which has many unique features: The first one is 2:1 input range.The second one is isolated outputs.The third one is efficiency to 80%.The forth one is 100 kHz switching frequency.The ...

	WB05
Vendor:Other    Category:Other    
The WB05 is a high slew rate,high current, wideband buffer capable of internal power dissipation of up to 15 watts.It provides high output currents of 1 A continuous and 1.5 A peaks under pulsed conditions.Typical circui...

	WARP20
Vendor:Other    Category:Other    
WARP20 is a member of theW.A.R.P. family of fuzzy microprocessors, completely developed and producedbySGS THOMSONMicroelectronicsusing the high performance, reliable HCMOS4T (O.7mm) process.WARP20 can be used both as a F...

	WAP202U
Vendor:Other    Category:Other    


	WAN217U
Vendor:Other    Category:Other    


	WAN217
Vendor:Other    Category:Other    


	WAN202U
Vendor:Other    Category:Other    


	WAN-0165
Vendor:Other    Category:Other    
If WAN-0165 is suspected of failing, it is to the benefit of the Customer and Wolfson that the problem is investigated as soon as possible. It is important the device is still handled with the same level of care as a goo...

	WAN-0164
Vendor:Other    Category:Other    


	WAN-0129
Vendor:Other    Category:Other    
This application note of WAN-0129 looks at the general decoupling and layout practice required for Wolfson converters to achieve maximum performance in a typical high-speed mixed-signal circuit.

	WAB005
Vendor:Other    Category:Other    


	WA84F
Vendor:Other    Category:Other    


	WA204U
Vendor:Other    Category:Other    


	WA20
Vendor:Other    Category:Other    


	WA1206ML180A
Vendor:Other    Category:Other    


	WA08-2433A
Vendor:Other    Category:Other    
WA08-2433A LNA is a super low noise figure, wideband, and high linearity amplifier with unconditional stable design. The amplifier offers typical noise figure of 0.45 dB and typical output IP3 of 38 dBm at the frequency ...

	WA0805ML180A
Vendor:Other    Category:Other    


	WA04X
Vendor:Other    Category:Other    
The WA04X is constructed in a high grade ceramic body (aluminum oxide). Internal metal electrodes are added at each end and connected by a resistive paste that is applied to the top surface of the substrate. The composit...

	W9986D
Mfg:WINBOND    Pack:QFP/100    Vendor:Other    Category:Other    
The W9986D is a highly integrated USB MPEG audio decoder chip with Digital Voice Recorder (DVR) function built-in. This MPEG Layer III audio decoder is capable of decoding layer III compressed streams, as specified in MP...

	W9982508AH
Vendor:Other    Category:Other    
W9982508AH is a high-speed synchronous dynamic random access memory (SDRAM), organized as 8M words x 4 banks x 4 bits. Using pipelined architecture and 0.20um process technology, W9982508AH delivers a data bandwidth of u...

	W9980
Vendor:Other    Category:Other    
The W9980D is DSP base Digital Voice Recorder chip. This chip compress and decompress sampled voice data by the algorithm G.723.1 and get high quality voice data for play or for voice to text translate. The W9990D integr...

	W9971CF
Mfg:WINBOND    Vendor:Other    Category:Other    
Winbonds W9971CF is a highly-integrated VLSI providing high performance graphics acceleration and TV-quality full screen motion video acceleration for IBM PCs or compatibles. The W9971CF integrates an NTSC/PAL TV encode...

	W9970CF
Mfg:QFP    Pack:WIBOND    D/C:929    Vendor:Other    Category:Other    
TheW9970CF Integrated Video Graphics Accelerator is a highly integrated product offered byWinbond to provide high-performance graphical user interface (GUI) acceleration and TV-quality full-screen motion video accelerati...

	W9968CF
Mfg:WINBOND    Pack:QFP    D/C:03+    Vendor:Other    Category:Other    
The W9968CF is a digital video processing chip offered by Winbond to facilitate adapterless connection between digital video camera and personal computer for video and still image capturing and editing, video e-mail, and...

	W99688CBM3
Mfg:WINBOND    D/C:USED    Vendor:Other    Category:Other    
W99688CBM3 is system camera device which built-in 1Mx16bit SDRAM and 128Kbyte Flash ROM. The W99688CBM3 also is a high performance and highly-integrated system camera device that it can preview, capture, compress, store,...

	W99685BS
Mfg:BGA    Pack:WINBOND    D/C:00+    Vendor:Other    Category:Other    
W99685BS is a high performance and highly-integrated system camera device that it can preview, capture, compress, store, and display the digital still images or playback a short period of live video. This chip provide 8 ...

	W99682BCD
Mfg:CODEC    Pack:QFP128    D/C:0714+    Vendor:Other    Category:Other    
The W99682BCD is a high performance and highly-integrated DSC (Digital Still Camera) processor that it can preview, capture, compress, store, and display the digital still images or a short period of live video. In addit...

	W99681CF
Vendor:Other    Category:Other    
The W99681CF is a digital video processing chip offered by Winbond to facilitate adapterless connection between digital video camera and personal computer for video and still image capturing and editing, video e-mail, an...

	W9967CF
Mfg:QFP    Pack:WINBOND    D/C:N/A    Vendor:Other    Category:Other    
The W9967CF is a digital video processing chip offered by Winbond to facilitate adapterless connection between digital video camera and personal computer for video and still image capturing and editing, video e-mail, and...

	W9966TF
Vendor:Other    Category:Other    
The W9966CF/TF is an  interface chip offered by Winbond to facilitate adapterless connection between video camera and personal computer ,via the industrial IEEE P1284 compatibile parallel port. It, along with advanced co...

	W9966CF
Mfg:Winbond    Pack:QFP    Vendor:Other    Category:Other    
The W9966CF/TF is an  interface chip offered by Winbond to facilitate adapterless connection between video camera and personal computer ,via the industrial IEEE P1284 compatibile parallel port. W9966CF/TF along with adva...

	W9961CF
Mfg:WINBOND    D/C:00    Vendor:Other    Category:Other    
The W9961CF is a highly integrated single chip video codec provided by Winbond Electronics Corp.The W9961CF performs video compression and decompression fully compliant with ITU-T H.263 and H.261 standards for video conf...

	W9960CF
Vendor:Other    Category:Other    
The W9960CF is a single chip multi-protocol high performance video CODEC offered by Winbond Electronics Corp. for video compression and decompression applications such as video-conference. W9960CF is designed for multipl...

	W9954F
Mfg:Winbond    Pack:QFP    D/C:2002    Vendor:Other    Category:Other    
The W9953F/W9954F is a high performance digital video encoder which converts a 4:2:2 ITU-R 601/656 digital video stream into a standard analog base band composite video and Y/C video signals, which compatible with worldw...

	W9953F
Vendor:Other    Category:Other    
The W9953F/W9954F is a high performance digital video encoder which converts a 4:2:2 ITU-R 601/656 digital video stream into a standard analog base band composite video and Y/C video signals, which compatible with worldw...

	W9952QP
Mfg:W    Pack:PLCC    Vendor:Other    Category:Other    
The  W9952QP  digital  video  encoder  converts YCbCr    (4:2:2)  8-bit  data  into  analog  composite video and Y/C video signals. W9952QP accepts ITU-601/656 or square pixel input formats, and the output video is forma...

	W9951TF
Mfg:N/A    Pack:QFP    D/C:08+    Vendor:Other    Category:Other    
Winbond's W9951TF combines three 8-bit DACs, a YUV-to-RGB Color Space Converter, high-speed analog multiplexers,analog input attenuators, video buffers, a genlock PLL, analog color key detector,and numerous programmable ...

	W9950P
Mfg:WINBOND    Pack:PLCC    Vendor:Other    Category:Other    
The W9950P digital video encoder converts digital R,G,B 24-bit data and YCrCb (4:2:2) 16-bit data into analog composite video and Y/C video signals. The video format is 525-line (M) NTSC or 625-line (B,D,G, H,I) PAL.The ...

	W9925QFK
Mfg:WINBOND    Vendor:Other    Category:Other    
W9925QFK is a high performance single-chip VCD decoder. W9925QFK performs real-time decompression of ISO/IEC-11172 MPEG streams, including system layer, audio and video data. It incorporates an 8-bit host interface and a...

	W9925QF
Mfg:WINBOND    Pack:13    D/C:0    Vendor:Other    Category:Other    
The W9925QF is a high performance single-chip VCD decoder. W9925QF performs real-time decompression of ISO/IEC-11172 MPEG (Moving Picture Experts Group) streams, including system layer, audio and video data. It incorpora...

	W9925PF
Mfg:WINBOND    Pack:QFP160    Vendor:Other    Category:Other    
The W9925PF  is a high-performance  single-chip MPEG-1 decoder.  It performs  real-time decompression of ISO/IEC-11172 MPEG (Moving Picture Experts Group) streams, including system layer, audio and video data.This  chip ...

	W9923QF
Mfg:WINBOND    Pack:QFP100    D/C:08+    Vendor:Other    Category:Other    
The W9923QF is a high performance single-chip VCD decoder with MP3 playback feature. W9923QF performs real-time decompression of ISO/IEC- 11172 MPEG (Moving Picture Experts Group) streams, including system layer, audio a...

	W9922QF
Mfg:WINBOND    Pack:3000    D/C:1998    Vendor:Other    Category:Other    
The W9922QF is a high performance single-chip DVD decoder. It performs real-time decompression of ISO/IEC-11172 MPEG1 and 13818 MPEG2 streams,including system/ program layer, audio and video data.It incorporates an 8-bit...

	W9922PF
Mfg:WINBOND    Pack:QFP    D/C:08+    Vendor:Other    Category:Other    
W9922PF is a powerful MPEG-2 video decoder which performs real-time decompression of ISO/IEC 13818-2 MPEG-2 and 11172-2 MPEG-1 video streams. The processor is designed for applications of PC multimedia systems to provide...

	W9920I
Vendor:Other    Category:Other    
The W9920IF MPEG-1 VIDEO DECODER is a highperformance single-chip video decompression processor. It implements the international standard proposed by ISO MPEG (Moving Picture Experts Group) Phase-1 for realtime moving-pi...

	W99200F
Mfg:WINBOND    Pack:QFP    D/C:08+    Vendor:Other    Category:Other    
The W99200F/ W99200AF is a high performance MPEG-1 Video Encoder which supports real-time video encoding. The W99200F/ W99200AF provides a fast, high quality and cost-effective solution for use in consumer video systems,...

	W99200AF
Vendor:Other    Category:Other    
The W99200F/ W99200AF is a high performance MPEG-1 Video Encoder which supports real-time video encoding. The W99200F/ W99200AF provides a fast, high quality and cost-effective solution for use in consumer video systems,...

	W99132P
Mfg:WIN    Pack:3480    Vendor:Other    Category:Other    
The W99132 is a VCD microcontroller with standard 80C32 core. It contains embedded 12KB SRAM without external memory anymore. It provides improved peripheral function as to communicate with other components conveniently....

	W99132EX
Mfg:WINBOND    D/C:99+    Vendor:Other    Category:Other    
The W99132EX is a VCD microcontroller with standard 80C32 core. W99132EX contains embedded 12KB SRAM without external memory anymore. W99132EX provides improved peripheral function as to communicate with other components...

	W99132E
Vendor:Other    Category:Other    
The W99132E is a VCD microcontroller with standard 80C32 core. It contains embedded 12KB SRAM without external memory anymore. It provides improved peripheral function as to communicate with other components conveniently...

	W9864G6IH
Vendor:Other    Category:Other    
W9864G6IH is a high-speed synchronous dynamic random access memory (SDRAM), organized as 1M words × 4 banks × 16 bits. W9864G6IH delivers a data bandwidth of up to 200M words per second. For different application, W9864G...

	W9864G6GH
Vendor:Other    Category:Other    
W9864G6GH is a high-speed synchronous dynamic random access memory (SDRAM), organized as 1M words * 4 banks * 16 bits. Using pipelined architecture and 0.11 m process technology, W9864G6GH delivers a data bandwidth of up...

	W9864G6DB
Vendor:Other    Category:Other    
W9864G6DB is a high-speed synchronous dynamic random access memory (SDRAM), organized as 1M words * 4 banks * 16 bits. Using pipelined architecture and 0.175 m process technology, W9864G6DB delivers a data bandwidth of u...

	W9864G2GH
Vendor:Other    Category:Other    
W9864G2GH is a high-speed synchronous dynamic random access memory (SDRAM), organized as 512K words * 4 banks * 32 bits. Using pipelined architecture and 0.11 m process technology, W9864G2GH delivers a data bandwidth of ...

	W9864BADA
Vendor:Other    Category:Other    
The Winbond W9864BADA is a 8M x 64 Synchronous Dynamic RAM memory module. This module consists of eight pieces of W986408AH (8M x 8 bit) SDRAMs in 54-pin TSOP-II 400mil package and a 2K EEPROM in 8-pin SOP package on a 1...

	W9864AASA
Vendor:Other    Category:Other    
The Winbond W9864AASA is a 8M x 64 Synchronous Dynamic RAM memory module. This module consists of eight pieces of W986416AH (4M x 16 bit) SDRAMs in 54-pin TSOP-II 400mil package, and a 2K EEPROM in 8-pin SOP package on a...

	W9864AADA
Vendor:Other    Category:Other    
The Winbond W9864AADA is a 8M x 64 Synchronous Dynamic RAM memory module. This module consists of eight pieces of W986416AH (4M x 16 bit) SDRAMs in 54-pin TSOP-II 400mil package and a 2K EEPROM in 8-pin SOP package on a ...



			
			

				Pages:40/51 At 202122232425262728293031323334353637383940Under 20



		

		
	

	
	
	




	

	
		
			About SeekIC | Services | Payment | Advertisements service | Contact Us| Justway  | Links
		  © 2008-2012 SeekIC.com Corp.All Rights Reserved.

	  

		

	











