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				ZL60005
Vendor:Other    Category:Other    
      The ZL60005(VCSEL Laser Diode) is designed for industrial and sensors applications. It operates in multiple transverse and single longitudinal mode, ensuring stable output power and low noise.Ordering Information a...

	ZL60003
Vendor:Other    Category:Other    
This unique Resonant Cavity Surface-Emitting LED (RCLED) of ZL60003 is designed for optical communications over Plastic Optical Fiber (POF) in applications such as IEEE1394b (S100, S200) and 155 Mbps ATM. For very high s...

	ZL60001-
Vendor:Other    Category:Other    
      Here is the description about ZL60001 of the High speed 2.5 Gbps 850 nm VCSEL. The ZL60001 is a high speed TO-46 assembled 850 nm VCSEL (Vertical Cavity Surface-Emitting Laser). The product converts electrical curr...

	ZL60001
Vendor:Other    Category:Other    
The ZL60001 is a high speed TO-46 assembled 850nm VCSEL (Vertical Cavity Surface-Emitting Laser).The product converts electrical current into optical power to be used for fibre optic communications. The ZL60001 has a nar...

	ZL50418
Vendor:Other    Category:Other    
The ZL50418 is a high density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 16 ports at 10/100 Mbps, 2 ports at 1000 Mbps and a CPU interface for managed and unmanaged switch appl...

	ZL50410
Mfg:MT    Pack:N/A    D/C:08+    Vendor:Other    Category:Other    
The ZL50410 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 8 ports at 10/100 Mbps, 1 uplink port at 10/100/1000 Mbps, and a CPU interface for managed, lightly mana...

	ZL50409
Pack:53    D/C:ZARLINK    Vendor:Other    Category:Other    
The ZL50409 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 8 ports at 10/100 Mbps, 1 uplink port at 10/100 Mbps, and a CPU interface for managed, lightly managed a...

	ZL50408
Vendor:Other    Category:Other    
The ZL50408 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 8 ports at 10/100 Mbps, 1 uplink port at 10/100/1000 Mbps, and a CPU interface for managed, lightly mana...

	ZL50407
Vendor:Other    Category:Other    
The ZL50407 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 8 ports at 10/100 Mbps, 1 uplink port at 10/100/1000 Mbps, and a CPU interface for lightly managed and u...

	ZL50405
Vendor:Other    Category:Other    
The ZL50405 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 4 ports at 10/100 Mbps, 1 uplink port at 10/100 Mbps, and a CPU interface for managed, lightly managed a...

	ZL50404
Pack:.    Vendor:Other    Category:Other    
The ZL50404 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 4 ports at 10/100 Mbps, 1 uplink port at 10/100 Mbps, and a CPU interface for lightly managed and unmana...

	ZL50400
Vendor:Other    Category:Other    
The ZL50400 is a low density, low cost, high performance, non-blocking Ethernet switch chip. A single chip provides 8 ports at 10/100 Mbps, 1 uplink port at 10/100 Mbps, and a CPU interface for lightly managed and unmana...

	ZL50235
Vendor:Other    Category:Other    
The ZL50235 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation conforming to ITU-T G.168 requirements. The ZL50235 architecture contains 8 groups of two echo cancellers (...

	ZL50234/QC
Vendor:Other    Category:Other    
The ZL50234/QC is designed as 8 channel voice echo canceller with typical applications include voice over IP network gateways, voice over ATM, frame relay, T1/E1/J1 multichannel echo cancellation, wireless base stations,...

	ZL50234
Vendor:Other    Category:Other    
The ZL50234 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation conforming to ITU-T G.168 requirements. The ZL50234 architecture contains 4 groups of two echo cancellers (...

	ZL50233
Vendor:Other    Category:Other    
The ZL50233 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation conforming to ITU-T G.168 requirements. The ZL50233 architecture contains 2 groups of two echo cancellers (...

	ZL50232
Vendor:Other    Category:Other    
The ZL50232 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation Aconforming to ITU-T G.168 requirements. The ZL50232 architecture contains 16 groups of two echo cancellers...

	ZL50212
Vendor:Other    Category:Other    
The ZL50212 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation conforming to ITU-T G.168 requirements. The ZL50212 architecture contains 144 groups of two echo cancellers...

	ZL50211
Vendor:Other    Category:Other    
The ZL50211 Voice Echo Canceller implements a cost effective solution for telephony voice-band echo cancellation conforming to ITU-T G.168 requirements. The ZL50211 architecture contains 128 groups of two echo cancellers...

	ZL50120
Vendor:Other    Category:Other    


	ZL50119
Vendor:Other    Category:Other    


	ZL50118
Mfg:Zarlink     Pack:BGA    D/C:0510+    Vendor:Other    Category:Other    


	ZL50117
Mfg:ZARLINK    Pack:PBGA-324    D/C:05/    Vendor:Other    Category:Other    


	ZL50116
Mfg:ZARLINK    Pack:PBGA-324    D/C:05/    Vendor:Other    Category:Other    


	ZL50115
Mfg:ZARLINK    Pack:PBGA-324    D/C:05/    Vendor:Other    Category:Other    


	ZL50114
Vendor:Other    Category:Other    
The ZL50110/11/ZL50114 family of CESoP processors are highly functional TDM to Packet bridging devices. The ZL50110/11/ZL50114 provides both structured and unstructured circuit emulation services over packet (CESoP) for ...

	ZL50111
Vendor:Other    Category:Other    
The ZL50110/ZL50111/14 family of CESoP processors are highly functional TDM to Packet bridging devices. The ZL50110/ZL50111/14 provides both structured and unstructured circuit emulation services over packet (CESoP) for ...

	ZL50110GAG
Mfg:ZARLINK    Vendor:Other    Category:Other    
The ZL50110GAG/11/14 family of CESoP processors are highly functional TDM to Packet bridging devices. The ZL50110GAG/11/14 provides both structured and unstructured circuit emulation services over packet (CESoP) for up t...

	ZL50110
Vendor:Other    Category:Other    
The ZL50110/11/14 family of CESoP processors are highly functional TDM to Packet bridging devices. The ZL50110/11/14 provides both structured and unstructured circuit emulation services over packet (CESoP) for up to 32 T...

	ZL50075
Vendor:Other    Category:Other    
The ZL50075 is a non-blocking Time Division Multiplex (TDM) switch with maximum 32,768 x 32,768 channels. The device can switch 64 kbps and Nx64 kbps TDM channels from any input stream to any output stream. With a number...

	ZL50073
Vendor:Other    Category:Other    
The ZL50073 is a non-blocking Time Division Multiplex (TDM) switch with maximum 32,768 x 32,768 channels. The device can switch 64 kbps and Nx64 kbps TDM channels from any input stream to any output stream. With a number...

	ZL50070
Vendor:Other    Category:Other    
The ZL50070 is a non-blocking Time Division Multiplex (TDM) switch with maximum 24,576 x 24,576 channels. The device can switch 64 kbps and Nx64 kbps TDM channels from any input stream to any output stream. With a number...

	ZL50063
Vendor:Other    Category:Other    


	ZL50062
Vendor:Other    Category:Other    
The ZL50062 and ZL50064 are two different packages of the same device. They have the same functionality except that ZL50064 does not have 16.384MHz output clock and frame pulse (C16o and FP16o) due to package differences...

	ZL50061
Vendor:Other    Category:Other    


	ZL50060
Vendor:Other    Category:Other    


	ZL50058
Vendor:Other    Category:Other    


	ZL50057
Vendor:Other    Category:Other    


	ZL50053
Vendor:Other    Category:Other    


	ZL50052
Vendor:Other    Category:Other    


	ZL50051
Vendor:Other    Category:Other    


	ZL50031
Vendor:Other    Category:Other    
The ZL50031 Digital Switch provides switching capacities of 4,096 x 2,048 channels between backplane and local streams, 2,048 x 2,048 channels among local streams and 2,048 x 2,048 channels among backplane streams. The l...

	ZL50030
Vendor:Other    Category:Other    
The ZL50030 Digital Switch provides switching capacities of 4,096 x 2,048 channels between backplane and local streams, 1,024 x 1,024 channels among local streams, and 2,048 x 2,048 channels among backplane streams. The ...

	ZL50023
Vendor:Other    Category:Other    
The ZL50023 is a maximum 4096 x 4096 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0 - 31) and thirty-two output streams (STio0 - 31). The device can switch 64 kbp...

	ZL50022
Vendor:Other    Category:Other    
The ZL50022 is a maximum 4,096 x 4,096 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0 - 31) and thirty-two output streams (STio0 - 31). The device can switch 64 k...

	ZL50021GAC
Vendor:Other    Category:Other    
The ZL50021GAC is designed as a maximum 4,096 x 4,096 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0-31) and thirty-two output streams (STio0-31). The device can ...

	ZL50021
Vendor:Other    Category:Other    
The ZL50021 is a maximum 4,096 x 4,096 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0 - 31) and thirty-two output streams (STio0 - 31). The device can switch 64 k...

	ZL50020
Vendor:Other    Category:Other    
The ZL50020 is a maximum 2048 x 2048 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0 - 31) and thirty-two output streams (STio0 - 31). The device can switch 64kbps...

	ZL50019
Vendor:Other    Category:Other    
The ZL50019 is a maximum 2,048 x 2,048 channel non-blocking digital Time Division Multiplex (TDM) switch. It has thirty-two input streams (STi0 - 31) and thirty-two output streams (STio0 - 31). The device can switch 64 k...

	ZL50018
Vendor:Other    Category:Other    


	ZL50017
Vendor:Other    Category:Other    
The ZL50017 is a maximum 1024 x 1024 channel non-blocking digital Time Division Multiplex (TDM) switch. It has sixteen input streams (STi0 - 15) and sixteen output streams (STio0 - 15). The ZL50017 can switch 64 kbps and...

	ZL50016
Vendor:Other    Category:Other    
The ZL50016 is a maximum 1024 x 1024 channel non-blocking digital Time Division Multiplex (TDM) switch. It has sixteen input streams (STi0 - 15) and sixteen output streams (STio0 - 15). The device can switch 64 kbps and ...

	ZL50015
Vendor:Other    Category:Other    


	ZL50012QCG2
Vendor:Other    Category:Other    
The ZL50012QCG2 has sixteen ST-BUS inputs (STi0-15) and sixteen ST-BUS outputs (STo0-15). The ZL50012QCG2 is a non-blocking digital switch with 512 64 kb/s channels and performs rate conversion between the ST-BUS inputs ...

	ZL50012QCG1
Vendor:Other    Category:Other    
The ZL50012QCG1 has sixteen ST-BUS inputs (STi0-15) and sixteen ST-BUS outputs (STo0-15). The ZL50012QCG1 is a non-blocking digital switch with 512 64 kb/s channels and performs rate conversion between the ST-BUS inputs ...

	ZL50012/QCC
Vendor:Other    Category:Other    
The ZL50012/QCC has sixteen ST-BUS inputs (STi0-15) and sixteen ST-BUS outputs (STo0-15). The ZL50012/QCC is a non-blocking digital switch with 512 64 kb/s channels and performs rate conversion between the ST-BUS inputs ...

	ZL50012/GDC
Vendor:Other    Category:Other    
The ZL50012/GDC has sixteen ST-BUS inputs (STi0-15) and sixteen ST-BUS outputs (STo0-15). ZL50012/GDC is a non-blocking digital switch with 512 64 kb/s channels and performs rate conversion between the ST-BUS inputs and ...

	ZL50012
Vendor:Other    Category:Other    
The ZL50012 has sixteen ST-BUS inputs (STi0-15) and sixteen ST-BUS outputs (STo0-15). It is a non-blocking digital switch with 512 64 kb/s channels and performs rate conversion between the ST-BUS inputs and ST-BUS output...

	ZL50011
Vendor:Other    Category:Other    
The ZL50011 has 16 ST-BUS inputs (STi0-15) and 16 ST-BUS outputs (STo0-15). The ZL50011 is a non-blocking digital switch with 512 64 kbps channels and performs rate conversion between the ST-BUS inputs and ST-BUS outputs...

	ZL50010
Mfg:ZARLINK    D/C:08+    Vendor:Other    Category:Other    
The ZL50010 has 16 ST-BUS inputs (STi0-15) and 16 ST-BUS outputs (STo0-15). It is a non-blocking digital switch with 512 64 kbps channels and performs rate conversion between the ST-BUS inputs and ST-BUS outputs. The ST-...

	ZL49200
Vendor:Other    Category:Other    
The Zarlink ZL49200 Dual SLIC hybrid provides an interface between a switching system and a subscriber loop with 600  impedance. The functions provided by each SLIC include battery feed, 2 W to 4 W conversion, off-hook a...

	ZL49031
Vendor:Other    Category:Other    
The ZL49031 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit inary code. The ZL49031 incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The ZL4...

	ZL49030
Vendor:Other    Category:Other    
The ZL49030 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit inary code. These devices incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The Z...

	ZL49021
Mfg:ZARLINK    Pack:DIP-8    D/C:06+/07+    Vendor:Other    Category:Other    
The ZL49021 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit binary code. These devices incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The ...

	ZL49020
Mfg:ZARLINK    Pack:DIP-8    D/C:0743+    Vendor:Other    Category:Other    
The ZL49020 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit binary code. These devices incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The ...

	ZL49011
Vendor:Other    Category:Other    
The ZL49011 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit binary code. The ZL49011 incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The ZL...

	ZL49010
Vendor:Other    Category:Other    
The ZL49010 is a family of high performance DTMF receivers which decode all 16 tone pairs into a 4-bit binary code. The ZL49010  incorporate an AGC for wide dynamic range and are suitable for end-to-end signalling. The Z...

	ZL40818
Vendor:Other    Category:Other    
The ZL40813, 14 and ZL40818 are 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of 8, 16, or 4 respectively. The dividing elements are dynamic D type flip flops and allo...

	ZL40815DCE
Vendor:Other    Category:Other    
The ZL40815DCE is one of a range of 5V supply, very high speed, low power prescalers for professional applications with a fixed modulus of divide by 4. The dividing elements are static D type flip flops, and therefore, a...

	ZL40815
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40815 is one of a range of 5V supply, very high speed, low power prescalers for professional applications with a fixed modulus of divide by 4. The dividing elements are static D type flip flops, and therefore, allo...

	ZL40814
Vendor:Other    Category:Other    
The ZL40814, 14 and 18 are 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of 8, 16, or 4 respectively. The dividing elements are dynamic D type flip flops and allow ope...

	ZL40813
Mfg:ZARLINK    D/C:N/A    Vendor:Other    Category:Other    
The ZL40813, 14 and 18 are 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of 8, 16, or 4 respectively. The dividing elements are dynamic D type flip flops and allow ope...

	ZL40812DCF
Vendor:Other    Category:Other    
Description The ZL40812DCF is one of a range of 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of divide by 16. The dividing elements are static D type flip flops and t...

	ZL40812
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
Description The ZL40812 is one of a range of 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of divide by 16. The dividing elements are static D type flip flops and ther...

	ZL40810
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40810 is one of a range of 5V supply, very high speed low power prescalers for professional applications with a fixed modulus of divide by 8. The dividing elements are static D type flip flops and therefore allow o...

	ZL40804
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40804 are Bipolar 3.45V supply, very low power prescalers for professional applications with a fixed modulus of 4. The ultra low close in (10KHz offset) SSB phase noise performance is ideal for narrow band communic...

	ZL40803DCA
Vendor:Other    Category:Other    
The ZL40803DCA is Bipolar 3.45V supply, very low power prescalers for professional applications with a fixed modulus of 2. The ultra low close in (1KHz offset) SSB phase noise performance is ideal for narrow band communi...

	ZL40803
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40803 are Bipolar 3.45V supply, very low power prescalers for professional applications with a fixed modulus of 2. The ultra low close in (1KHz offset) SSB phase noise performance is ideal for narrow band communica...

	ZL40802
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40800 and ZL40802 are Bipolar 3.45V supply, very low power prescalers for professional applications with a fixed modulus of 8 or 16. The ultra low close in (1KHz offset) SSB phase noise performance is ideal for nar...

	ZL40800
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40800 and ZL40802 are Bipolar 3.45V supply, very low power prescalers for professional applications with a fixed modulus of 8 or 16. The ultra low close in (1KHz offset) SSB phase noise performance is ideal for nar...

	ZL40539
Pack:QFN-32    Vendor:Other    Category:Other    
The ZL40539 is a high performance laser diode driver capable of driving two separate cathode grounded laser diodes (e.g., 650 nm and 780 nm laser diodes).The ZL40539 contains a 150 mA low noise read channel (ChR), and th...

	ZL40518
Pack:QSOP-16    Vendor:Other    Category:Other    
The ZL40518 is a laser diode driver for high speed operation of a grounded laser diode. The driver consists of 3 controllable channels: a switchable, low noise, read channel and two switchable write channels. Write curre...

	ZL40515
Vendor:Other    Category:Other    
The ZL40511/ZL40515 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g., 650 nm and 780 nm laser diodes).The ZL40511/ZL40515 contain a 150 mA low-noise read channel (ChR...

	ZL40514LCF
Vendor:Other    Category:Other    
The ZL40510/ZL40514LCF are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g. 650 nm and 780 nm laser diodes).The ZL40510/ZL40514LCF contain a 150 mA low-noise read channel...

	ZL40514LCE
Vendor:Other    Category:Other    
The ZL40510/ZL40514LCE are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g. 650 nm and 780 nm laser diodes).The ZL40510/ZL40514LCE contain a 150 mA low-noise read channel...

	ZL40514
Vendor:Other    Category:Other    
The ZL40510/ZL40514 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g., 650 nm and 780 nm laser diodes).The ZL40510/ZL40514 contain a 150 mA low-noise read channel (ChR...

	ZL40511LDE
Vendor:Other    Category:Other    
The ZL40511LDE is designed as high performance laser driver capable of driving two separate cathode grounded laser diodes. Typical applications include DVD±RW/RAM, DVD±R, CD-RW, CD-R, write optical drives, laser Diode cu...

	ZL40511LCE
Vendor:Other    Category:Other    


	ZL40511
Vendor:Other    Category:Other    
The ZL40511/15 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g., 650 nm and 780 nm laser diodes).The ZL40511/15 contain a 150 mA low-noise read channel (ChR), and thr...

	ZL40510LDE
Vendor:Other    Category:Other    
The ZL40510LDE is designed as dual output DVD and CD 4 channel laser diode driver. Its typical applications include DVD±RW/RAM, DVD±R, CD-RW, CD-R, write optical drives, laser Diode current switch and supports double den...

	ZL40510LCF
Vendor:Other    Category:Other    
The ZL40510LCF/14 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g. 650 nm and 780 nm laser diodes).The ZL40510LCF/14 contain a 150 mA low-noise read channel (ChR), an...

	ZL40510LCE
Vendor:Other    Category:Other    
The ZL40510LCE/14 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g. 650 nm and 780 nm laser diodes).The ZL40510LCE/14 contain a 150 mA low-noise read channel (ChR), an...

	ZL40510
Vendor:Other    Category:Other    
The ZL40510/14 are high performance laser drivers capable of driving two separate cathode grounded laser diodes (e.g., 650 nm and 780 nm laser diodes).The ZL40510/14 contain a 150 mA low-noise read channel (ChR), and thr...

	ZL40167
Vendor:Other    Category:Other    
The ZL40167 is a low cost voltage feedback opamp capable of driving signals to within 1V of the power supply rails. It features low noise and low distortion accompanied by a high output current which makes ZL40167 ideall...

	ZL40166
Vendor:Other    Category:Other    
The ZL40166 is a low cost voltage feedback opamp capable of driving signals to within 1V of the power supply rails. It features low noise and low distortion accompanied by a high output current which makes ZL40166 ideall...

	ZL40162
Vendor:Other    Category:Other    
The ZL40162 is a low cost voltage feedback opamp capable of driving signals to within 1V of the power supply rails. It features low noise and low distortion accompanied by a high output current which makes ZL40162 ideall...

	ZL40123
Mfg:MITEL    Pack:SOP    D/C:02+    Vendor:Other    Category:Other    
The ZL40123 is a high speed, dual, current feedback operational amplifier offering high performance at a low cost. The device has a very high output current drive capability of 65mA while requiring only 5.2mA of static s...

	ZL40122
Vendor:Other    Category:Other    
The ZL40122 is a high speed, quad, current feedback operational amplifier offering high performance at a lo cost. The device has a very high output current drive capability of 65mA while requiring only 5.2mA of static su...

	ZL40121
Vendor:Other    Category:Other    
The ZL40121 is a low power, dual, current feedback operational amplifier offering high performance at a low cost. The device provides a very high output current drive capability of 65mA while requiring only 3.3mA of stat...

	ZL40120
Vendor:Other    Category:Other    
The ZL40120 is a low power, quad, current feedback operational amplifier offering high performance at a low cost. The device provides a very high output current drive capability of 65mA while requiring only 3.3mA of stat...
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